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В настоящото издание на сп. TELE-
satellite ще ви представим ПЪРВИЯ, 
почти перфектен мултимедиен 
приемник. Той представлява 
сателитен приемник с вграден 
интерферйс за Интернет ТВ. По 
всичко изглежда, че наближава 
времето, когато потребителят няма 
да се интересува откъде и по какъв 
начин получава своите телевизионни 
програми.  

Интересното в случая е, че тази 
идея се осъществява благодарение на 
сателитните приемници. Устройства, 
които могат да приемат само 
Интернет ТВ също ще бъдат пуснати 
на пазара; един такъв приемник ще 
представим в следващия брой на сп. 
TELE-satellite.

Но в голяма степен, тенденцията 
ще бъде насочена към преобразуване 
на сателитните приемници предимно 
в посока към приемане на Интернет 
ТВ. Ако временно оставим настрани 
идеята за сателитното приемане и 
разгледаме внимателно основната 
функция на приемника, ще установим, 
че той не прави нищо повече от това 
да приема телевизионни канали. 
За “нормалния” ТВ потребител, 
приемникът е само начин за 
“вълшебно” показване на всички тези 
чудесни канали на телевизионния 
екран. 

“Вълшебно” е всъщност много 
подходяща дума - преди няколко 
десетки години, когато телевизията 
правеше своите първи крачки, 
телевизионният апарат се наричаше 
“вълшебната кутия”. Днес, в повечето 
случаи той не е нищо повече от един 

монитор, който заедно със сателитния 
приемник се превръща в нова 
“вълшебна кутия”. А в скоро време 
така ще се нарича и мултимедийния 
приемник - сателитен приемник, 
който има Интернет връзка.

Сателитното излъчване и 
Интернет постепенно се превръщат 
в едно цяло; и двете технологии 
предлагат безкрайно много 
програмни възможности без 
никакви ограничения. Дори нещо 
повече: по този начин се избягва 
евентуалната цензура, която може 
да бъде въведена от определени ТВ 
доставчици, като напр., кабелните 
компании или пък се спасяваме от 
държавните ограничения, които 
обикновено идват с ефирното 
телевизионно приемане.  

Бъдещето на медиите винаги е 
съществувало в безграничния свят 
на свободата и както сателитното 
приемане, така и Интернет са части от 
този свят. Сега вече те се обединяват 
под формата на мултимедийни 
приемници.

Между другото, преди две години 
името на сп. TELE-satellite беше 
променено на “TELE-satellite & 
Broadband”. Сега вече знаете защо.

Ваш,
Alexander Wiese

P.S.: Моята любима станция този 
месец е отново от България, както и 
в предишния брой на TELE-satellite: 
“Радио Вероника” на 12.169H (THOR 
359° Изток) с безкраен поп фолк.
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Receiver Connections 

Data Exchange Between 
PC and Digital 
Satellite Receiver
Thomas Haring

Strictly speaking, a digital receiver is nothing else 
than a PC in miniature. While it does, of course, 
prioritise different tasks and serves an entirely 
different purpose using different components and 
user interfaces, it nonetheless comes equipped with 
a central processing unit, various types of memory 
and a connection for signal output to a connected 
device. So what makes more sense than establishing 
a digital connection between a satellite receiver and 
a PC for exchanging data, putting out signals on 
additional devices and controlling the receiver via 
remote access? To achieve just this, three connection 
types have been established in the course of time, 
and this report will introduce you to all of them.

Serial Interface
Right from the beginning of personal 

computers – and that is to say a long 
time before the advent of the digital sat-
ellite age – PCs started to feature serial 
interfaces which allowed users to con-
nect and control peripherals such as a 
computer mouse, or to establish a con-
nection to the outside world with the 
help of a modem. Given the fact that this 
was introduced many years ago it comes 

as no surprise that the data transfer rate 
of serial interfaces is very low and does 
hardly exceed 0.8 Mb/s.

So as far as speed is concerned, this 
interface is a thing of the past, even 
though most PCs boast at least one serial 
interface even up to this day. Receiver 
manufactures had joined this bandwagon 
and began to equip their receivers with a 
serial interface as well. 

Another reason for this development 
was that the chipsets available at the 
time when digital satellite television was 
introduced were hardly capable of sup-
porting other connection types. And if 
we take into account that PVRs at that 
time were in experimental stages only, 
to say the least, and that data exchange 
only involved channel lists and software, 
then the transfer speed to be reached 
with a serial connection was sufficient at
the time.

So-called null modem cables are 
required for a serial connection, and 
they consist of either 3 or 9 strands. The 
3-strand type is not capable of perform-
ing handshakes, while the 9-strand type 
supports this. 

A handshake in this case means that 
hardware controls the data flow and
thus makes sure data can flow uninter-
ruptedly. For simply reading and writing 
channel lists or for updating the receiv-
er’s software a 3-strand null modem 
cable will do, as the software will emu-
late flow control in these applications.

Null modem cables are available in 
PC stores or can even be DIY-ed using 
rather simple tools (see plugging dia-
gram). Please do make sure, however, 
that the terminal plug always has nine 
pins, even if only three of them are wired. 
Any major electronics shop should have 

Null modem cable for 
connecting a receiver 
to the PC

Pin configuration of a 3-strand null modem
cable to the PC

Serial interface of a digital receiver
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the necessary cables and plugs in their 
range.

USB Interface
A universal serial bus interface is a bit-

serial bus, which means that individual 
bits of a data packet are transmitted one 
after the other. Data is transmitted sym-
metrically via two twisted wires, one of 
which transmits the data signal and the 
other the corresponding inverted signal. 
The signal receiver creates the differen-
tial voltage of both signals, which means 
that the voltage level difference between 
the 0 and 1 levels is twice the usual value 
so that outside interference is largely 
eliminated. This in turn improves trans-
mission reliability, suppresses common 
mode interference and at the same time 
increases electromagnetic compatibility. 
Two additional wires provide power to 
connected devices.

A USB connection can achieve signifi-
cantly higher transfer rates than a serial 
connection. USB 1.0 and USB 1.1 are 
rated at a maximum of 12 Mbit/s, and 
USB 2.0 supports up to 480 Mbit/s. While 
this figure looks impressive on paper, we
do have to take into account that the lim-
ited processing capability of most receiv-
ers means that this transfer rate will not 
be used to the fullest. 

Yet, even if 480 Mbit/s are out of reach, 
USB 2.0 nonetheless was the first con-

nection that allowed transferring large 
amounts of data in a reasonably short 
period of time.

There is a difference between USB 
host connections and USB client connec-
tions. USB host means that the receiver 
becomes the master device which can 
access data on an external hard disk or 
a memory card of a digital camera, for 
example. USB client, on the other hand, 
means that connection is established 
between a PC and the digital receiver 
and the receiver’s internal hard disk pops 
up on the PC as a removable storage 
medium. This in turn allows exchanging, 
moving or copying data between both 
devices in an easy way.

You can easily spot the difference 
between these two types by looking at 
the USB plugs. A USB host plug (type A) 
is flat, while a USB client plug (type B) is
rectangular. In most cases, devices with 
a built-in hard disk feature a client con-
nection so that data can easily be trans-
ferred to the PC, while receivers without 
hard disk generally sport a host connec-
tion so that the receiver is able to access 
external hard disks.

As far as cable lengths are concerned, 
a USB 2.0 connection can reach up to 
five metres without requiring signal
amplification. If your individual situation
requires still longer cables you have to 

look for dedicated extension cables, or 
you may want to connect several stan-
dard 5-metre USB cables by means of 
active USB hubs. These hubs amplify the 
transmitted signal and at the same time 
allow connecting several additional USB 
devices to the PC. 

Please note, however, that only PCs 
are capable of addressing more than one 
external USB hard disk at the same time. 
Satellite receivers are not designed to 
support this.

These days a USB connection has 
become the most popular data exchange 
set-up in the digital satellite field both
for connecting a PVR receiver to the PC 
as well as for giving users the option of 
using external storage media instead of 
or in addition to integrated hard disks. 
This allows working with several differ-
ent hard disks (not at the same time, 
though!) so that whenever a hard disk is 
filled to the brim with recordings you can
simply connect another disk rather than 
having to delete data. 

Add to that the fact that modern 2.5-
inch external disks do not require a 
separate power supply and are hardly 
bigger than a pack of cigarettes and it 
becomes clear why USB storage media 
have gained so much popularity in recent 
times. So next time you’re out and about 
camping, simply bring along your movie 

USB host interface of the TF7700HSCI for connecting external storage media

Standard USB plugs (from left to right): 
Type A female, Type A male, Type Mini A 
male, Type B male.

PIN configuration of USB plug
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archive and you’re all set to save any 
rainy day.

Network Connection
By far the most versatile connection 

type between a PC and a digital satel-
lite receiver is an Ethernet connection. 
What has been the norm in the PC world 
virtually for decades has also entered 
the digital PVR realm some years back. 

An Ethernet connection can either be 
wired or wireless and can bridge large 
distances. While serial and USB connec-
tions are limited to a few metres, Eth-
ernet networks can easily extend over 
hundreds of metres. On the other hand, 
the significant advantages of a network
connection come at a price – in other 
words: a considerable amount of plan-
ning and configuration is required to
make an Ethernet connection work.

So-called twisted pair cables are 
required for Ethernet networks, with 
eight individual strands being twisted 
into four pairs, hence the name. Using 
pairs of two strands each minimises out-
side interference. This type of cable can 
easily by laid out by everybody, fitted
with RJ45 plugs or connected from one 
plug socket to the next. Using plug sock-
ets may turn out to be a wise decision, 
particularly if you need to cover larger 
distances, as the cables can be hidden in 
cable conduits and the devices that are 
connected to the network only require 
short cables from the device’s Ether-
net interface to the wall socket, which 
makes for a very neat set-up. Special 
tools are needed to attach an RJ45 plug 
to a twisted pair cable and to wire a 
socket appropriately (see picture). 

Your local PC or electronics store 
should be able to provide you with such 
a tool. Thanks to colour-coding, cor-
rect wiring doesn’t require a degree in 
electronics, and if you’re going about 
it carefully there is hardly any risk that 
something might go wrong.

In contrast to USB or serial connec-
tions, which invariably require a direct 
point-to-point connection between two Special tool for wiring plug sockets

USB client interface of the Sonicview SV-360 Elite PVR

devices, an Ethernet network allows 
several devices access all other devices 
in the network at the same time. For 
digital satellite receivers this implies 
that you can actually access your digi-
tal PVR in the living room while sitting 
in front of your PC in the study, while 
at the very same time your kid’s PC is 
also connected to the satellite receiver. 
There’s no way a USB or serial connec-
tion would ever be able to provide these 
network capabilities.

With many different devices being 
connected to a single network it is obvi-
ously necessary to be able to differen-
tiate between each client. To this end, 
each device in the network is allocated a 
dedicated designation, the so-called IP 
address. An IP address always consists 
of four number blocks, with each block 
being a number from 0 to 255. This way, 
each device has a unique identification,
and in order to become a fully functional 

network client, your 
digital satellite 
receiver also has 
to be assigned 
an individual 
IP address. If 
you are using a 
DSL modem or a 

router in your net-
work, IP addresses 

will be assigned 
automatically and 
you don’t have to 
worry about a thing. 
In all other cases, 
chances are you’ll 

have to manually 
assign an IP address. 

Automatic assignment 
takes place via a pro-

cess called DHCP, which 
stands for Dynamic Host 

Configuration Protocol. All
digital receivers with an 
Ethernet interface support 
DHCP and therefore fully 
support genuine Plug&Play 

when connecting the receiver 
to your LAN at home.

Let’s look at manual IP address assign-
ment as well, for a moment. You need to 
bear in mind that IP addresses are used 
both in your local network at home as well 
as on the Internet, which is the reason 
why certain blocks of IP addresses are 
reserved for different purposes. 

Generally, the address range from 
192.168.0.0 to 192.168.255.255 is used 
for private home networks, with most DSL 
modems and routers already being pre-
set to use this range. For your receiver 
you may then use 192.168.0.1 and for 
the PC 192.168.0.2, for example.

Some of you may be wondering now 
how several devices can be connected 
to each other, even though each device 
only features a single Ethernet inter-
face. Well, that’s when routers or DSL 
modems with integrated router come 
into play. They are equipped with 4, 8, 
16 or even more connection interfaces 
for different devices and distribute the 
signal to correct addressee.

Next to a wired Ethernet connection, 
recent times have also seen more and 
more wireless (so-called WLAN) net-
works being set-up at home. South 
Korean manufacturer Topfield was one
of the first companies in the satellite
receiver industry to make some of their 
products WLAN ready. The single big-
gest advantage of using WLAN is the fact 
that no cabling whatsoever is required 
between satellite receiver and PC. 

The single biggest drawback is the fact 
that wireless signals can travel only so 
far and in buildings made of reinforced 
concrete, for example, signals have a 
hard time penetrating walls. Brick or 
wooden buildings, on the other hand, 
are very WLAN friendly and in many 
cases allow using a WLAN network even 
across several floors.

In a WLAN network, the assignment 
of IP addresses happens the same way 
as in a wired network, with the added 
step that in most cases an access key is 
required to make sure the wireless net-
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work is protected 
from unwanted 
guests.

As you can 
see, a network connection offers the 
most versatile features and options 
when it comes to hooking up satellite 
receiver and PC. 

We started out by saying that modern 
satellite receivers basically are no-frills 
PCs, and this is also why services and 
applications we have come to know and 
appreciate from the PC and Internet 
worlds may work just as well with your 
digital satellite receiver – provided that 
the manufacturer decided to support 
these. For instance, from a technical 
point of view it would be perfectly pos-
sible to access your receiver at home 
via FTP (File Transfer Protocol) from the 
PC or the Internet in order to exchange 
data, or to use a web server on any 
internet browser to create a timer entry 
on the PVR, check its status or even 
switch channels – no matter whether 
you’re in the next room or on the other 
side of the world.

In addition, an Ethernet connection 
provides sufficient bandwidth for carry-
ing multimedia contents in real-time so 
that it is possible to watch the channel 
that is set on the receiver in the living 
room also on the PC monitor in the 
study. For the first time, this also allows
contents that cannot be displayed on a 
standard TV (such as MPEG 4:2:2 trans-
missions, for example) to be sent to a 
PC with corresponding software and to 
be watched on the PC monitor without 
any loss of quality.

One thing that deserves special 
emphasis in any network configuration
is security. In a wired setting there is 
virtually zero threat, as long as we’re 
dealing with a closed network that has 
no access to the Internet or to external 
devices, because only your own devices 
in your own house or apartment will be 
able to access the network. As soon 
as there is access to the Internet, any 
person in the world with an Internet 
connection will be able to gain access 
to your devices – at least in theory 
and with no protection in place. Natu-
rally, an intruder must know your IP 
address which you are using to access 
the Internet, but even this can be found 
out easily with corresponding software 
– some even free of charge – which the 
more dubious Internet users are usually 
quick to discover.

To protect your privacy, any satellite 
receiver with network capability has 
mechanisms in place to protect access 
with a user name and password. Make 
sure you actually use these mechanisms 
and please also make sure your pass-
word meets certain security criteria. 
Some passwords can be hacked in min-
utes by criminals who use tools to try 
out different combinations of characters 
and numbers or who even use diction-
aries for trying out an endless number 
of different words. So there’s really no 
point in choosing “receiver” or “1234” as 
your personal password. The best bet is 
a variation of upper case and lower case 
characters, sprinkled with special char-
acters and numbers. A ten-digit pass-
word offers millions of combinations that 
cannot easily be discovered, not even 
with state-of-the-art software. It’s your 
receiver and your data, so you’d better 
make sure it stays that way as well.

To help you memorise your password 
we recommend basing it on a feely 
selected word, such as “TeleSatellite” 
and then add to it a number or date you 
can easily remember, such as your date 
of birth, for example. Add to that one or 
two special characters and you’ll arrive 
at a password that will give a headache 
to anyone trying to hack it. Your pass-
word could be TeleSatellite(150370) 
or – to make it even more complex – 
T(e1|5e0S3a7t0e)llite. 

To memorise this particular password 
it’s enough to remember the initial word 
as well as the position of the birth date 
and of the special characters. In addition, 
you should always activate the firewall
setting of your DSL modem or router so 
that there is a check on external access 
to your network. After all, there is no 
such thing as too much security.

For WLAN networks there is also the 
issue of the wireless signal potentially 
travelling way beyond the confinement
of your house or apartment, which 

means the signal can be picked up by 
neighbours, passing cars or pedestrians 
close to your place. This makes it all the 
more important to encrypt the transmis-
sion between PC and receiver so that no 
unauthorised person gets a chance of 
intercepting your personal data traffic.

All WLAN capable satellite receivers we 
know of support at least the WEP (Wired 
Equivalent Privacy) protocol that can be 
used to encrypt the entire communica-
tions process. So for a digital receiver 

even being able to establish a connection 
to the WLAN base station it is manda-
tory to define a password at the station
(using either text or hexadecimal code) 
and also enter that very same password 
on the receiver or any other host want-
ing to use the network. These days, 
however, WEP has significant loopholes
and can be hacked quite easily if one 
uses the right tools, so we would urge 
receiver manufactures to also imple-
ment the more recent WPA (WiFi Pro-
tected Access) encryption in their WLAN 
receiver models. Market leader Topfield
has pressed ahead and added WPA pro-
tection in a recent software update.

As with other connection methods, the 
transfer rates in Ethernet networks also 
largely depend on the receiver’s process-
ing power, so in a real world scenario 
you will soon find out that the theoreti-
cal maximum rate of 12.5 Mb/s is hardly 
ever reached.

No matter which connection type 
you’re currently using, the future will 
have more innovations in store, both for 
USB and Ethernet set-ups. Transfer rates 
will no doubt increase, and networks will 
be able to extend across ever increasing 
distances. USB 3.0 is virtually around the 
corner and will definitely also be used for
digital satellite receivers. So let’s keep 
our eyes open and let’s look forward to 
what manufacturers will offer next!

Network interface of a digital receiver

Twisted pair cable for Ethernet connection

Wall socket with clearly visible colour-coded 
markings
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Multimedia HD Receiver 

Многостранният лидер
Topfield TMS SRP-2100
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Всеки приемник, който купуваме има ясно изразена търговска марка, която 
обикновено се поставя на предния панел. В действителност обаче, нито един 

производител не разработва и произвежда сам всички компоненти, а взима 
отделните части от различни доставчици и след това ги инсталира в приемника 

си. Един от основните компоненти в него е главния чипсет, тъй като той 
определя начина по който се обработва входящата аудио и 

видео информация. Добрият приемник трябва да притежава 
чипсет с високо качество, за да се гарантира отличен 

звук и картина, широк спектър от приложения и 
операционна стабилност.

TOPFIELD TMS SRP-2100
Приемник на бъдещето поколение, 
комбиниращ сателитна телевизия и 

Интернет в едно устройство
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В последната година ста-
ваме свидетели на мащабно 
преминаване от формат SDTV 
към HDTV с използване на 
стандарта DVB-S2/H.264. 
Това, разбира се, изисква 
напълно нов тип чипсет, който 
да може да осигури обра-
ботката на сигнали с висока 
разделителна способност и 
подаването им към устройства 
от стандартен тип. 

Всички знаем, че всяка 
нова технология често носи 
със себе си нови проблеми 
и бъгове, за които понякога 
трябва време, за да се изчис-
тят. Първите DVB-S2/H.264 
чипсетове не бяха по-раз-
лични и почти всички произ-
водители на HDTV приемници 
в началото са имали опреде-
лени проблеми с тях. Колкото 
повече функции се опитват да 
вкарат известните търговски 
марки в своите иновационни 
HD приемници, толкова повече 
нови проблеми възникват. 

В същото време обаче, 
производителите на чипове 
започват опити за разрешава-
нето на тези проблеми. Може 
да се каже, че Topfield TMS
SRP-2100 е един от първите 
приемници, използващ най-
новия и подобрен чипсет DVB-
S2/H.264.

Южнокорейската компания 
Topfield сполучливо може да
се нарече “Лидерът на домаш-
ната мултимедия” и точно това 
твърдение фирмата иска сега 
да докаже със своя нов про-
дукт. Преди няколко месеца, 
един екип от инженери на 
Topfield започна разработва-
нето на този HD приемник от 
ново поколение. 

Още от самото начало беше 
ясно, че Интернет ще играе 
много голяма роля за прехода 
от конвенционално към HD 
сателитно телевизионно при-
емане. Именно поради тази 
причина не случайно доба-
вихме термина “broadband” 
в заглавието на сп. TELE-
satellite; ние също смятаме, 
че в бъдеще за потребителите 
ще бъде без значение от къде 
ще идва съдържанието на 
телевизионните и радио прог-
рами. Спътник, кабел, ефир 
и широколентов Интернет ще 
бъдат почти еднакви целеви 
източници на мултимедийно 
съдържание и ще дойде ден, 
когато няма дори да се замис-
ляме откъде получаваме това 
съдържание. 

Инженерите на Topfield
са успели да “вкарат” това 
очакване в техния нов TMS 
приемник и поради това са 
го конструирали така, че 
освен неговите два съвмес-
тими тунера, той притежава и 
изцяло функционален мрежов 
интерфейс и това е една от 
основните му характерис-
тики.

Topfield сарешили, че за тази
нова технология “отвътре” ще 
бъде необходим и нов външен 
вид на приемника. Завинаги 
в миналото вече остават вън-
шните и скрити бутони на 
предния панел - бъдещето е 
в сензорния контролен панел, 
който окончателно се разделя 
с досадните бутони.

TMS (чийто инициали между 
другото означават Total Media 
Solutions (Цялостно Медийно 
Решение)) е само с три сан-
тиметра по-висок в сравнение 
с други подобни сателитни 
приемници, но благодаре-
ние на стилната конструкция 
на своя преден панел, тази 
разлика въобще не се усеща. 
Тук има само един, единствен 
бутон, намиращ се точно над 
перфектния VFD дисплей - за 
включване и изключване на 
приемника.

Всички останали сегменти 
за управление са разположени 
в непосредствено до един 
перфектен кръг и се активи-
рат само с едно докосване на 
предния панел - една много 
интелигентна концепция. 

При включване на при-
емника, тези сегменти се 
обграждат от кръг със сини 
светодиоди, който смятаме, 
че е твърде светъл в тъмно 
обкръжение. Би било много 
добре, ако интензитетът на 
този кръг можеше да се нама-
лява или дори изключва.

Едно капаче от дясната 
страна на предния панел 
скрива двата CI слота, които са 
съвместими с всички стандар-
тни модули за условен достъп 
за pay-TV приемане (Viaccess, 
Cryptoworks, Nagravision, 
Alphacrypt, и т.н.), както и 
двата USB порта, които служат 
за свързване на външни хард 
дискове или други носители 
на информация, като цифрови 
камери и т.н.

Задният панел също доказва 
своята висока стойност. Тук 
са вече задължителния HDMI 
извод, два скарт евроконек-
тора, шест RCA извода за YUV, 

Главно меню 

Настройки на конвертора 

Опции на видео изхода 

Търсене на SCPC 

Приемане на SCPC 
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CVBS и стерео аудио, USB 
порт, E-SATA слот, мрежов 
интерфейс, коаксиален и 
цифров аудио изход и разбира 
се - двата DVB-S2 съвместими 
тунера с loop-through изходи. 
За да увеличим още повече 
нашето удоволствие, Topfield
е добавил тук и механичен 
мрежов ключ за включване/
изключване.

Противно на повечето пре-
дишни Topfield приемници,
новият TMS е снабден с малък 
вентилатор за охлаждане на 
хард диска и захранващия 
блок. В пилотния приемник, 
който получихме за тестване, 
този вентилатор произвеж-
даше доста неприятен виещ 
шум. От Topfield ни увериха,
че за серийното производство 
ще бъдат използвани по-тих 
вентилатор и подобрен зах-
ранващ блок.

Дистанционното управле-
ние на TMS приляга добре в 
ръката и има лесна за използ-
ване подредба. Всички бутони 
са ясно обозначени и правят 
лесен контакт при натискане. 

Ако качеството на дис-
танционното управление на 
TMS се равняваше на това на 
TF7700HDPVR, ние щяхме да 
бъдем безкрайно щастливи. 
Но тъй като това за съжаление 
не е така, трябва да кажем, 
че докато дистанционното е 

добро за използване, то не 
може да достигне високото 
качество и усещане на прием-
ника, който трябва да управ-
лява. 

От друга страна, като пре-
димство може да се отбележи 
факта, че с него също можете 
да  управлявате вашите 
външни устройства: телеви-
зор, DVD плейър и усилвател. 
Ръководството на потребителя 
включва подробен списък на 
кодовете на различните про-
изводители, така че дистан-
ционното управление може 
така да бъде конфигурирано, 
че да работи с вашето същест-
вуващо оборудване. Когато го 
тествахме, тази негова функ-
ция работеше безпроблемно.

В допълнение, заедно със 
своя TMS приемник Topfield
доставят и една пълна, без-
жична клавиатура, въпреки 
че за момента тя може да се 
използва само за интегрира-
ната видео игра “Battle Tank”. 
Компанията обаче, има пла-
нове в бъдеще да добави в 
операционната система на 
приемника и Интернет брау-
зър, за който гореспоменатата 
клавиатура ще бъде изключи-
телно подходяща. За да може 
обаче тя да се използва, към 
един от наличните USB пор-
тове на приемника трябва 
да се прикачи един малък 

донгъл, чрез който сигналите 
се излъчват от клавиатурата 
към приемника.

Впечатляващият списък от 
функции завършва с включе-
ния HDMI кабел и едно изклю-
чително полезно ръководство 
на потребителя - нещо, което 
се очаква от Topfield и което
високо сме оценявали в мина-
лото. То предоставя под-
робна информация за всички 
функции на приемника, има 
великолепно оформление и 
включва илюстрации и снимки 
за всичко необходимо.

Ежедневна 
употреба
Когато преди няколко сед-

мици Topfield ни съобщи, че
новия TMS приемник ще ни 
бъде изпратен за изпитване, 
ние едва дочакахме деня 
на неговото пристигане в 
нашата изпитателна лабора-
тория. Когато най-накрая той 
дойде, нямахме търпение да 
го включим в нашата система 
за приемане и към плазмения 
телевизор. 

След включване за първи 
път, приемникът поиска да 
изберем предпочитания език 
за екранното меню от след-
ните няколко опции: English, 
French, German, Dutch, Italian 
и Spanish. Въпреки че той 

идва с включен подробен 
канален списък, който опре-
делено е насочен към немско-
говорящия пазар, следващата 
стъпка в първоначалните 
настройки беше търсенето на 
канали. TMS има актуализи-
ран фабричен списък със 150 
европейски и азиатски спът-
никови позиции, излъчващи 
от KU- и C-обхвата. Също така 
обновена е и транспондерната 
база данни.

Колкото до настройките на 
антената, TMS е щастлив с 
всичко, което се свързва към 
него. Поддържат се всички 
DiSEqC протоколи (1.0, 1.1, 
1.2 и 1.3), което означава, че 
тук могат да се включат както 
една съвсем обикновена 
антена, така и мултифокусна 
антена с до 16 конвертора, а 
също и антена с DiSEqC мотор. 
Има няколко предварително 
зададени честоти на локалния 
осцилатор (LOF), но в случай 
че притежавате по-екзотичен 
конвертор, можете да зада-
дете и ръчно вашата честота.

За да използвате напълно 
и двата тунера за PVR, те 
трябва да бъдат захранени с 
отделни кабели от антената, 
така че да могат да се правят 
едновременно два записа 
(дори и от два различни спът-
ника), докато в същото време 
може да възпроизвеждате 
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трето събитие. В случай че 
има само един наличен кабел, 
loop-through изхода на първия 
тунер може да бъде свързан с 
входа на втория тунер, което 
означава, че на него няма да 
бъде възможно приемането на 
всички канали.

Търсенето на канали става 
доста бързо; трябваха ни 
около осем минути за спътника 
HOTBIRD 13° Изток с него-
вите 100+ транспондера. Но 
тук ние отново не очаквахме 
нещо по-лошо от Topfield.
Естествено, търсенето може 
да бъде ограничено само до 
свободните или кодираните 
канали, а каналите, които не 
са предварително съхранени в 
транспондерния списък, могат 
лесно да се открият с изпол-
зване на режима на мрежово 
търсене.

За професионалистите, 
Topfield дори е помислил
за ръчно въвеждане на PID 
стойността. Единствената 
функция, която ще липсва на 
истинските DX-ъри е “blind” 
сканирането, което отсъства в 
TMS приемника.

Тунерът на TMS бе една 
приятна изненада за нас: той 
не само безпроблемно прие 
SCPC сигналите от TURKSAT 
42° Изток, но също така ни 
направи страхотното впечат-
ление, когато се опитахме 

да приемем транспондери с 
много слаби сигнали в нашето 
местоположение (като напри-
мер тези от NILESAT 7° Запад 
или ASTRA2D 28.2° Изток). 
След като повторихме теста в 
лабораторни условия, отлич-
ното качество на приемане на 
тунера беше отново потвър-
дено. C/N стойност от малко 
над 4 dB беше достатъчна за 
стабилна и безпроблемна кар-
тина на нашия плазмен теле-
визор.

Винаги става едно и също 
нещо, когато в нашата лабора-
тория получим нов приемник 
за изпитване: намираме сто-
тици канали, след което идва 
трудната работа да извършим 
подреждането им в огром-
ния хаос от канали. В нашия 
конкретен случай, каналният 
списък беше много бързо пре-
пълнен с над 2000 телевизи-
онни канала и безброй много 
радио станции, но тъй като 
Topfield притежава репутаци-
ята да се оправя в този хаос 
при подреждането на списъка, 
TMS не прави изключение. 

Каналната памет на при-
емника има възможност за 
съхраняване на до 7000 теле-
визионни канала и до 3000 
радио станции, които могат да 
се редактират в зависимост от 
вашите предпочитания. Освен 
автоматичното базово струк-

туриране има възможност и за 
извършване на ръчно премес-
тване, изтриване, преимену-
ване или блокиране с PIN код 
за всеки отделен запис. 

Също така лесно наличните 
канали могат да се преместват 
в списъка на предпочитаните 
канали, който от своя страна 
може да бъде разделен на до 
30 категории. По този начин 
може да си създадете персо-
нални списъци според жанра, 
отделен HDTV списък, или 
всеки член на вашето семейс-
тво може да използва свой 
собствен персонализиран 
списък.

Преди да напуснем глав-
ното меню - което, между 
другото за удобство е разде-
лено на пет категории - има 
смисъл да разгледаме сис-
темните настройки и да нас-
троим някои от параметрите, 

ако има необходимост. Както 
и при другите сателитни при-
емници, TMS също може да 
бъде настроен за автоматично 
синхронизиране на местното 
време от спътник. Въпреки 
че това звучи чудесно, то все 
пак си има и своите недоста-
тъци, тъй като някои канали 
не винаги излъчват точното 
време и то може да се запише 
в приемника. За да се справи 
с този проблем, TMS позво-
лява ограничаване на тази 
функция само до определени, 
предварително дефинирани 
транспондери или канали, 
които могат да бъдат дори и 
кодирани. Това е една много 
елегантна функция, очаквана 
от много време.

През HDMI извода, TMS 
може да предостави режи-
мите 576i, 576p, 720p или 
1080i, както и възможността 
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за избор на автоматичен 
режим, предлагащ най-подхо-
дящата резолюция в зависи-
мост от приемания сигнал. За 
тази цел на дистанционното 
управление има бутон Video 
Format, с който могат бързо да 
се сменят резолюциите. Едно 
умно решение!

Чрез скарт евроконекторите 
се пренасят CVBS, S-Video или 
RGB сигналите, а потребите-
лите могат да предефинират 
начина, по който програми с 
формат 4:3 да се представят 
на екран 16:9 (Pan & Scan или 
оригинален формат с черни 
ленти от двете страни). Макар 
че едва ли някой днес още 
използва стария формат, въз-
можно е изхода на сигнала да 
се зададе на 4:3 за стария тип 
телевизори.

Както показва името, нас-
тройките за запис и възп-
роизвеждане позволяват да 
се определи поведението на 
приемника по време на тези 
процеси. Буферът за отмест-
ване във времето е удължен 
и сега стига до 300 минути, 
което е два пъти повече от 
този в миналото. Освен това, 
може предварително да доба-
вяте определен брой минути 
преди и след всеки запис с 
таймер, като по този начин 
няма да изпуснете нищо, в 
случай че канала не следва 
точно своето разписание. 

Ако към USB или E-SATA 
портовете се свържат външни 
устройства - носители за 
съхранение на данни, те ще 
бъдат избирани по подраз-
биране. Така че, ако желаете 
да ползвате USB диск вместо 
вътрешния 500 GB хард диск, 
може лесно да настроите при-
емника да се обръща към този 
външен диск.

Друг съществен момент е 
възможността за продължа-
ване на възпроизвеждането 
от мястото на неговото спи-
ране. До сега, за тази функция 
беше необходим отделен TAP 
(вграден plug-in от Topfield).
Също така, възможни са раз-
лични скорости за превъртане 
напред и назад, а потребите-
лите могат да определят как 
приемника да процедира с 
кодираните записи - дали те 
ще се декодират веднага чрез 
създаване на копието или 
този процес ще се активира 
ръчно.

Предният дисплей на TMS 
приемника може да се пер-
сонализира по много начини, 

например, като се използват 
различни режими на показване 
или настройка на яркостта на 
дисплея в режим на готовност 
и включване. Щяхме да бъдем 
още по-щастливи, ако същото 
беше вярно и за синия свето-
диоден пръстен на предния 
панел.

Ако имате намерение да 
свържете приемника с външ-
ния свят, Topfield TMS предос-
тавя на ваше разположение 
не само портовете USB и E-
SATA, но също така и цялос-
тен мрежов интерфейс, който 
може да бъде организиран 
в специално за това място в 
менюто. Той позволява на пот-
ребителите да назначават IP 
адрес ръчно или автоматично 
посредством DHCP сървъра, 
който е интегриран в мрежата. 
Автоматичният режим ще поз-
воли на TMS да приеме всички 
необходими параметри авто-
матично и ще бъде готов да 
стартира за броени секунди. 

В приемника са интегри-
рани също уеб и FTP сървър, 
като те могат да се активи-
рат и деактивират поотделно. 
Съответно, TMS предлага 
защита на достъпа чрез ИД 
име и парола.

След като първоначалната 
конфигурация бъде завър-
шена трябва само да натиснете 
бутона Exit на дистанционното 
управление, за да излезете 
от главното меню. Приемни-
кът веднага се включва на 
първия наличен канал от спи-
съка и извежда малка инфор-
мационна лента в дъното на 
екрана. На нея се дава инфор-
мация за текущото събитие с 
лента, показваща изминалото 
време от началото му, както и 
подробности по отношение на 
действащия тунер, спътник и 
транспондер.

На допълнителни икони се 
дава информация за налич-
ните услуги като телетекст, 
субтитри, допълнителни аудио 
писти, както и дали гледания 
в момента канал е кодиран. 

Към всичко това се добавят 
още две ленти, показващи 
силата и качеството на сиг-
нала. Все пак внимавайте с 
тези стойности: ние открихме, 
че те не винаги са 100% точни, 
особено, когато става въпрос 
за слаби сигнали. 

Ако натиснете бутона Info, 
приемникът ще изведе допъл-
нителна информация за съдър-
жанието на текущото събитие, 
ако такава се предоставя от 

Ръчно търсене на канали 

EPG режим 1 

Разширена EPG информация 

Настройки за различните екранни менюта 

Налични са 150 предварително съхранени сателитни позиции 
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доставчика. EPG функцията се 
извиква с натискане на бутона 
Guide и тук отново Topfield са
успели да разработят един 
лесен за потребителя формат. 
Получавате достъп до инфор-
мацията за следващите седем 
дни, ако такава се излъчва от 
канала. 

Възможни са два режима на 
показване: първият извежда 
таблица със седем канала 
едновременно за период от 
около три часа, а вторият 
(който също представлява 
таблица) предлага пет канала 
за период от около четири 
часа.

Докато използвате EPG фун-
кцията, с едно натискане на 
бутона Info може да получите 
подробна информация за изб-
раното събитие, което може 

да бъде маркирано, за да го 
добавите в таймера за запис-
ване или напомняне.

Няма нищо по-лесно от това 
да направите въвеждане в тай-
мера, като също така винаги 
остава отворена и опцията за 
ръчно добавяне, ако не жела-
ете да бъдете ограничен до 
предварително зададените 
времена за начало и край. 

Въведените данни могат 
да се повтарят ежедневно, 
ежеседмично, всеки работен 
или всеки почивен ден, така 
че наистина разполагате с 
всички възможни опции на 
автоматичното записване. 

По време на нашия тест, 
приемникът надеждно опре-
дели и посочи конфликтите 
на таймера, свързани с пре-
покриване на записите, дори 
и ако това препокриване обх-
ващаше само период от 1-2 
минути. 

В духа на добрата Topfield
традиция, бутонът OK извежда 
списъка на каналите, който 
е с удобен формат и пред-
лага разнообразни опции за 
подреждане. По желание на 
потребителя, приемникът 
дори може да покаже пре-
доставените от доставчика 
подробности за всеки канал, 
а с натискане на определен 
бутон се извежда списъка на 
любимите канали.  

Много ни впечатли функци-
ята, която действа при тър-
сенето на канали, показваща 
всички канали, чийто имена 
започват с определена буква 
(при първо натискане - започ-
ващите с ‘А’; при второ натис-
кане - тези с ‘В’ и т.н.). При 
наличието на хиляди канали 
в списъка, с тази функция 
намираме бързо всичко, което 
търсим. 

Сърфирането с TMS е удо-
волствие - превключването 
между SDTV каналите става за 
по-малко от секунда, а HDTV 
каналите се появяват на ТВ 
екрана за около две секунди. 

Когато тестваме даден при-
емник ние често минавахме 
надолу и нагоре по списъка 
с каналите; с TMS не устано-
вихме никакви сериозни видео 
и аудио проблеми. Като цяло 
качеството беше отлично, 
както за SD, така и за HD сиг-
налите.

Благодарение на вграде-
ния 500 GB хард диск може 
да бъдат съхранявани мно-
гобройни записани събития. 
За улеснение на това, което 

записвате е възможно съз-
даване на папки, където 
можете да премествате запи-
сите. Всеки един от тях идва 
с миниатюрно изображение 
и подробна информация за 
неговата продължителност и 
размер. В случай, че все още 
не знаете: хард диск с капа-
цитет 500 GB дава около 250 
часа време за гледане....

Файловата система, използ-
вана от Topfield е JFS, въпреки
че могат да се четат и много 
други формати (като напри-
мер FAT32, NTFS или EXT2/3). 
Може обаче да се пише само 
на JFS и EXT2/3, което трябва 
да имате пред вид, когато 
се опитвате да редактирате 
записите на вашия компютър.

Цялостното перфектно впе-
чатление от приемника TMS 
се допълва от безпогрешния 
избор на аудио писти, отлич-
ния начин за поставяне на 
субтитрите, NVOD поддръж-
ката и интегрирания телетекст 
декодер. Ако сте с нетърпелив 
характер и предпочитате да 
сменяте каналите по време 
на рекламните паузи, опреде-
лено ще ви хареса функцията 
PiP (картина-в-картина), която 
работи дори и с HD каналите!

Да не забравим да споменем 
и функцията, наречена “Авто-
матично възстановяване на 
системата”, която работи по 
следния начин: с натискане на 
един бутон може да запишете 
текущото състояние на прием-
ника, което може да бъде въз-
становено в по-късен стадий, 
ако нещо се обърка с вашите 
настройки. Файлът за възста-
новяване може да се запише 
както във вътрешната памет, 
така и  на външен носител, 
за да сте напълно сигурен за 
неговото запазване.

Topfield не спира да подоб-
рява своите продукти и точно 
поради тази причина много 
често те пускат нов софтуер, 
който може да се изтегли от 
техния Интернет сайт. Актуа-
лизациите могат да се правят 
през спътник, мрежа или чрез 
USB флаш памет.

Мрежов 
интерфейс
Както вече беше споменато 

по-горе, в Topfield вярват, че
бъдещето ще донесе обединя-
ване на различните методи на 
приемане. Телевизионните и 
радио програми ще продължат 
да се предлагат чрез спътник, 

кабел или ефирно излъчване, 
но ще бъдат допълвани във 
все по-голяма степен и от 
Интернет.

Ето защо, на мрежовият 
интерфейс на TMS се обръща 
толкова голямо внимание още 
от самото начало. Освен, че 
той позволява управление 
на приемника през Интернет 
или локалната мрежа, благо-
дарение на интегрирания уеб 
сървър, вие също получавате 
достъп до хард диска на при-
емника от всяка точка на света 
с помощта на FTP функцията.

Данните се предават с 
голяма скорост и затова тази 
идея може да бъде въведена 
в практическо използване, а с 
нея ще дойде и един напълно 
нов свят за използване на 
сателитния приемник. Само си 
представете - докато вие сте 
някъде във ваканция излизат 
нови премиерни филми, но 
преди да заминете сте забра-
вил да настроите часа на тай-
мера за запис. 

Но с новия приемник това 
вече не е проблем: стига да 
имате достъп до Интернет от 
мястото на вашата почивка, 
вие ще можете дистанци-
онно да създадете събитие на 
таймера, да проверите дали 
всички съществуващи данни 
са правилни, и да се уверите, 
че записите действително са 
направени. И ако това не ви 
стига, можете да използвате 
FTP функцията за излъчване 
на ТВ или радио съдържание 
от вашия дом до мястото на 
вашата почивка.

Елементът ‘Entertainment’ в 
менюто е първата стъпка от 
страна на Topfield за залича-
ване на границите между при-
емника, мрежата и Интернет. 
Например, можете да използ-
вате TMS за търсене на видео 
файлове в YouTube и след това 
да ги гледате на вашия теле-
визор с плосък екран. Естес-
твено, ние опитахме тази 
функция и тя работеше без-
погрешно. 

Подобно на уеб портала 
YouTube, TMS е също толкова 
многостранен, че дори може 
да покаже списък на най-
гледаните или най-високо 
класираните видео файлове. 
Алтернативно, може да гле-
дате снимките на Flickr или да 
ги споделяте с приятели, а ако 
искате да видите прогнозата 
за времето за деня, TMS пред-
лага за това специален еле-
мент в менюто, чрез който тя 
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се дава за почти всяко място 
на планетата.

Освен това, TMS може да 
се използва и като MP3 джу-
бокс, както и за разглеждане 
на отделни или слайд-шоу 
снимки. DivX филми, изтег-
лени от Интернет, също могат 
да се гледат с приемника TMS 
на Topfield.

Видео играта Battle Tank 
добавя черешката към мулти-
медийния кейк и може да бъде 
играна самостоятелно в къщи 
или с приятели в мрежата.

TAP (Протокол 
за приложения 
на Topfield)
Topfield е първата компа-

ния-производител, създала 
платформа за находчиви 
любители-разработчици, 
които да въвеждат нови фун-
кции в софтуера на прием-
ника. Името на тази игра е TAP 
(Topfield Application Protocol).
Потребителите могат да 
използват TAP приложенията 
за разширено модифициране 
на своите приемници, както 
и за добавяне на нови функ-
ции. 

Topfield започна да интег-
рира TAP преди много години, 
затова не е учудващо, че той 
е определяща характерис-
тика на TMS софтуера. Докато 
приложенията на TAP, създа-
дени за по-старите прием-

ници на Topfield не могат да
се използват с TMS, произ-
водителят твърди, че самия 
интерфейс не се е променил 
много и поради това няма да 
е трудно да бъдат прекомпи-
лирани съществуващите TAP 
приложения, за да станат съв-
местими с TMS в недалечно 
бъдеще.

Със своя TMS приемник, 
Topfield се нарежда измежду
първите производители на 
приемници, които навли-
зат в една нова територия, в 
която Интернет се превръща 
в интегрална част на техния 
продукт. Естествено, качест-
вото на много видео файлове 
на YouTube е значително по-
ниско от това на сателитното 
излъчване. Очакват се обаче 
промени, тъй като YouTube 
вече прави големи инвести-
ции в новата технология за 
компресиране, за да могат 
все повече видео файлове 
да бъдат излъчвани с висока 
резолюция. Впечатлението, 
което имаме от тях е много 
добро и рано или късно край-
ния потребител вече няма да 
се интересува откъде идва 
телевизионното съдържание, 
след като то се получава на 
екрана с добро качество. 

И още нещо, което е съвсем 
сигурно: компанията Topfield
ще бъде на предната линия на 
тази нова разработка! 

Мрежови настройки през DHCP 

Търсене на видео файлове в YouTube 

Най-гледаните видео файлове в YouTube 

DivX възпроизвеждане 

MP3 джубокс 

Прогноза за времето 

Видео игра “Battle Tank” 



34 TELE-satellite & Broadband   —   06-07/2009   —   www.TELE-satellite.com

Животът е наистина труден за 
редактора на изпитателната 
лаборатория на TELE-satellite: 
Thomas във Виена играе в 
мрежата на видео играта 
“Battle Tank” (включена в TMS 
приемника на този тест отчет) 
с графичния редактор на TELE-
satellite в Будапеща - Barna, 
(голямата снимка)
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DATA
TECHNIC

DIAGRAM
ENERGY

Active Power

Apparent Power
Mode Apparent Active Factor
StandBy 16 W   8 W 0.50
Reception 58 W 33 W 0.56
PVR 60 W 35 W 0.58

Manufacturer Topfield, Seongnam/Korea

Fax +82-31-7082607  

E-Mail inquiry@topfield.co.kr

Model TMS SRP-2100

Function Digital HDTV DVB-S2 Receiver with Various 
 Multimedia Features

Channel Memory 10000

Symbolrate 1-45 Ms/sec.

SCPC Compatible yes (> 2000 Ms/s)

DiSEqC 1.0 / 1.1 / 1.2 / 1.3    

USALS yes

HDMI Output yes

Scart Connector 2

Audio/Video Outputs 6x RCA

Component Video Output yes

S-Video Output yes

UHF Modulator no

0/12 Volt Connector no

Digital Audio Output yes

EPG yes

C/Ku-Band compatible yes

PVR-Function yes

USB 2.0 Connector yes

Ethernet yes

E-SATA yes

Max. hdd size 1TB

Dimensions 340/82/258mm

Weight 3.8kg

Thomas Haring
TELE-satellite

Test Center
Austria
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+
Topfield TMS SRP-2100 е наистина приемник

на следващото поколение. За първи път тук се 
обединяват сателитна телевизия с Интернет и 
това създава едно напълно ново преживяване 
с много непознати досега функции. Операци-
онната концепция е интелигентна, а екранното 
меню предоставя много лесен за ползване 
интерфейс. Могат да се правят два записа 
едновременно, като през това време да се гледа друго, вече 
записано събитие. Всичко това прави TMS приемника идеа-
лен компаньон за цялото семейство, за всички начинаещи, и 
дори за опитните DX-ъри.

-
Охлаждащият вентилатор на нашия пилотен прием-

ник беше доста шумен, но производителя ни увери, че за 
серийното производство ще бъде използван по-тих вен-
тилатор и подобрен захранващ блок. Качеството на дис-
танционното управление може да бъде и по-добро.

Мнение на експерта

Канален списък на приемника TMS на Topfield

Първите 15 минути: в първата минута се включва приемника, 
следват 14 минути на активна работа с превключване на каналите, 
записване, възпроизвеждане и т.н. Следващите 15 минути: режим на 
готовност

Редактиране на каналния списък 

Опции на каналния списък 

Информационна лента 

Разширена информационна лента 
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Big Dish for Ku-Band  

Параболична 
сателитна антена за 
Ku-обхвата

P140 на 
“Пасат антени”

Когато колета пристигна, нямах никаква 
представа какво може да има в него. Една 
огромна дървена кутия с тегло 96 кг, която зае 
половината от моя гараж. След като прегледах 
документите се оказа, че този колет е наистина 
предназначен за изпитателния център на TELE-
satellite. Едва тогава си спомних, че преди доста 
време нашият главен редактор Alexander Wiese 
ми беше споменал за една антена за тестване, 
която ще пристигне от българската фирма “Пасат 
антени”. И тогава се попитах: ако опаковката е 
толкова масивна и солидна, дали и антената в 
нея няма да бъде също така здрава и стабилна? 
Това беше един от въпросите, на който теста 
трябваше да даде отговор!

P140 НА ФИРМАТА ПАСАТ АНТЕНИ Изключително здрава и солидна антена за много стабилно приемане

Облъчвателят е включен в комплекта на антената



TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0907/ara/pasat.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0907/bid/pasat.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0907/bul/pasat.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0907/ces/pasat.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0907/deu/pasat.pdf
English English  www.TELE-satellite.com/TELE-satellite-0907/eng/pasat.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0907/esp/pasat.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0907/far/pasat.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0907/fra/pasat.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0907/hel/pasat.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0907/hrv/pasat.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0907/ita/pasat.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0907/mag/pasat.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0907/man/pasat.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0907/ned/pasat.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0907/pol/pasat.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0907/por/pasat.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0907/rom/pasat.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0907/rus/pasat.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0907/sve/pasat.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0907/tur/pasat.pdf

Available online starting from 29 May 2009

Download this report in other languages from the Internet:
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Трябваше ми чук и лост, 
за да отворя колета и да 
извадя от него компонен-
тите на антената. Всички 
части на комплекта бяха 
старателно увити в защитно 
фолио, което ги предпаз-
ваше дори и от незначително 
надраскване по време на 
транспорта. Това наистина 
беше чудесно - само профе-
сионалното оборудване се 
опакова с такова внимание. 
Когато всички компоненти 
бяха извадени, забелязах, 
че те не са чак толкова 
много. Това беше добре, тъй 
като монтажа щеше да бъде 
по-лесен.

И наистина беше точно 
така. Въпреки факта, че 
липсваше подробна инст-
рукция и имаше само един 
чертеж, показващ монтира-
ната антена, монтажът беше 
толкова лесен, че би могъл 
да се извърши за кратко 
време дори и от начинаещ. 
Всички части съответстваха 
перфектно и монтажа беше 
истинско удоволствие. 

Бях малко учуден, когато 
разбрах, че антената е кон-
струирана за мачта с диа-
метър 70 мм, след като 
нормалния размер е 60 
мм (и разбира се, 40 мм за 
малки антени). След като 
се уверих, че болтовете, 
закрепващи антената към 
мачтата са достатъчно 
дълги, реших да не изграж-
дам новата тест мачта, а да 
използвам моята съществу-
ваща тест система с 60 мм 
мачта. И все пак - за посто-
янен монтаж на тази антена 
бих препоръчал използва-
нето на оригиналната мачта 
с диаметър 70 мм.

Когато антената беше мон-
тирана на мачтата и всички 
болтове и гайки бяха добре 
затегнати, с удоволствие 
установих, че антената е 
наистина солидна и здрава. 
Това е изключително важен 
факт, особено, когато става 
дума за антена с такъв 
размер. Нейният ъгъл на 
приемане е толкова малък, 
че дори и съвсем малко 
изместване може сериозно 
да повлияе на сигнала. 

Дойде време за монтаж 
на конвертора. Антената е 

оборудвана с облъчвател за 
Ku-обхвата, който е оптими-
зиран за този вид (парабо-
лични) антени; нормалният 
LNBF конвертор за офсетни 
антени няма да даде добри 
резултати, ако се монтира 
на параболична антена.

Облъчвателят е конструи-
ран за конвертор с фланец, 
какъвто за съжаление аз 
не притежавах в моята 
работилница по времето 
на теста. Това, което обаче 
имах беше един LNBF кон-
вертор (NF=0.3dB) за Ku-
обхвата, който вече беше 
оборудван с облъчвател 
за параболични антени, но 
тъй като последния беше 
с по-голям диаметър, той 
не можеше да бъде поста-
вен в оригиналния държач. 
Поради тази причина, аз 
не използвах оригиналния 
облъчвател и вместо него-
вия държач поставих друг, 
който отговаряше на моя 
LNBF конвертор. Сега вече 
бях готов с монтажа на кон-
вертора и можех да прис-
тъпя към измерванията.

Насочих антената в опре-
делена посока и веднага 
забелязах поява на сигнал 
на моя сигнал-анализатор, 
който идентифицира сате-
литната позиция като 28.2 
° Изток (Astra). Поиграх си 
с фината настройка и всеки 
път получавах сигнал с 
много добро качество. Нап-
ример, MER стойността беше 
17.4 dB и дори повече! 

А как стои въпроса с прие-
мането на слабите сателитни 
сигнали? От уеб страницата 
на SatcoDX внимателно раз-
гледах зоните на покритие 
на различните спътници и 
установих, че Полша е едно 
добро място за сателитните 
ентусиасти, но не и в случай, 
когато трябва да се тества 
голяма антена. Повечето от 
излъчванията, насочени към 
различни райони на Европа 
също така покриват и цен-
тралната част на конти-
нента с много силен сигнал. 
Антена с диаметър 90 см е 
напълно достатъчна за при-
емане на повечето спътници 
и сигнали. Има само няколко 
регионални излъчвания, 
които не покриват моето 

Антената се доставя в много здрава дървена кутия

Антената се състои от само няколко компонента...

... и монтажът й е много лесен





■

■

■

■

■
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Последните болтове, които трябва да се затегнат, за да се 
фиксира антената към мачтата

Това е държачът на облъчвателя

Тъй като използвахме наш собствен конвертор (LNBF), 
оригиналният облъчвател и неговият държач не бяха необходими

Насочена към HOTBIRD, 13 Изток

Такива отлични резултати за стойностите MER и NM могат да 
се получат само с много голяма антена





DATA
TECHNIC

Manufacturer Pasat Anteny, Bulgaria

Telephone +359 350 6 3911, +359 350 6 6311

Fax +359 350 6 4011

Website www.sat.bg

Email sales@pasat.bg

Function Prime focus aluminum dish for Ku-Band

Model P 140

Diameter 140 cm  

Focus 50 cm

F/D 0.375

Gain @ 11.350 GHz 42.2 dB

Gain @ 12.125 GHz 42.8 dB

Gain @ 12.626 GHz 43.5 dB

Noise temperature (at elevation 42°) 47 K

Opening angle (-3dB) <1.25°

Thickness 1.2 mm

Reflector mass 6 kg

Supporting hardware mass 5.2 kg

Jacek Pawlowski
TELE-satellite

Test Center
Poland

■
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местоположение, но в тези 
случаи дори и антена с диа-
метър 140 см е твърде малка 
за тяхното приемане. 

На практика, единственият 
кандидат за теста за чув-
ствителност на приемания 
сигнал беше лъча EXPA22K2 
от спътника EXPRESS AM22 
(53° Изток). Неговото пок-
ритие показваше, че може 
би ще бъде възможно при-
емането му с диаметър на 
антената 150-190 см (сила 
на сигнала >40 dBW), но 
въпреки всичко аз се надя-
вах да приема “нещо” и с 
антената P140. Ако силата 
на сигнала достигне до 42-
43 dBW, тази антена би могла 
дори да приеме сигнала.

Когато се опитах да 
насоча антената PASAT 140 
към този спътник установих, 
че болта за регулиране на 
елевацията е твърде къс за 
достигане до този спътник. 
За него трябваше да задам 
елевация 21.4 °, но тази 
стойност се оказа извън 
възможния обхват на анте-
ната (болта); елевацията на 
нашата тест антена можеше 
да се задава от 25° до 70°. 
Най-простото нещо, което 
можех да направя в този 
случай беше да поставя еле-
вацията на антената в най-
долната възможна позиция 
и след това допълнително 
да наклоня мачтата с още 
няколко градуса.

След като извърших тази 
операция видях сигнала 
на EXPRESS AM22 на моя 
сигнал-анализатор. C/N 
отчета имаше ниво 8 dB. За 
съжаление, тази стойност 
беше малко под прага на 
приемането. 1-2 децибела 
в повече и аз бих получил 
някаква картина. Просто, 
лош късмет. 

Чудех се как да оценя 
работата на тази антена и 
накрая реших да използвам 
спътник с по-силен сигнал 
(HOTBIRD, 13° Изток), да 
измеря качеството на сиг-
нала и да го сравня със стой-
ността, получена от антени 
с диаметри, съответно 0,6 м 
и 0,9 м. Те бяха оборудвани 
с два различни конвертора 
(LNBF), но и двата имаха 

много добро ниво на шумов 
фактор (NF = 0.3~0.4 dB).

Както очаквах, качеството 
на сигнала беше значително 
по-добро. MER стойността 
беше по-висока с 1-2 dB за 
антената с диаметър 0,9 
метра и с 3-4 dB - за по-
малката антена. Може би 
някои от нашите читатели 
ще се учудят, но нивото на 
сигнала, получен от P140 и 
конвертора (LNBF) на пара-
боличната антена не беше 
по-голямо от нивото, полу-
чено от по-малките антени.   
При цифровата телевизия, 
много по-важно е да имаш 
високо отношение сигнал/
шум отколкото абсолютно 
ниво на сигнала и за да се 
постигне това е необходима 
голяма антена. (Фиг.1)

На базата на тези сравни-
телни измервания може да 
се каже, че P140 е наистина 
антена с голямо усилване. 
Това означава, че парамет-
рите (кривината) на парабо-
личната повърхност са точни 
и сигналът се фокусира в 
точката, където е монтиран 
облъчвателя. Самата антена 
е много солидна и ако я пос-
тавите на достатъчно здрава 
мачта, тя ще издържи много 
години. 

Обхватът на елевация (25-
70°) е подходящ за страни, 
които са по близко до еква-
тора, отколкото за моето 
местоположение в Полша 
(52° север), но разбира се, 
всичко зависи и от това кой 
спътник желаете да прие-
мате. Фирма “Пасат” е в със-
тояние да направи антени и 
с други параметри, които да 
отговорят на Вашите нужди. 

Ако имате желание да 
закупите една от тези здрави 
и лесни за монтаж антени, 
не забравяйте за 70-мм диа-
метър на мачтата и подходя-
щия конвертор с фланец за 
Ku-обхвата, който трябва да 
се закрепи към облъчвателя 
посредством четири винта. 

Антената на “Пасат” е пер-
фектно решение за профе-
сионални монтажи, но също 
така и за частни клиенти, 
които търсят наистина ста-
билен сигнал.

+
Много здрава и солидна антена. Всички еле-

менти са в перфектно съответствие. Отлична 
опаковка. Изработката не оставя нищо повече 
да се желае. 

-
Няма

Мнение на експерта
Тази зона на покритие едва достига до нашия изпитателен център, 
но с антената на “Пасат” успяхме да приемем някои сигнали.
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Polarmount Motor 

Уникална технология на новия 
H-H мотор с полярно окачване

MOTECK SG-2500 

H-H моторите за въртене на антени с диаметър до 120 см, покриващи цялата 
дъга (както е видно от заглавието) се предлагат на пазара от почти десет години. 
Те дават възможност за приемане на спътници, излъчващи към определено 
местоположение. Основната конструкция на тези мотори е останала непроменена 
за целия този период, което може да 
бъде индикация за това, че тя се 
доближава до 
перфектната.
Новият мотор на 
MOTECK обаче 
показва, че все 
пак има място 
за подобрение. 

MOTECK MOTOR SG-2500
Безшумен мотор с 

безлуфтово задвижване
за прецизно позициониране на 

антената.

Разликите с неговия предшественик 
се установяват трудно при първонача-
лен оглед, но веднага след като започ-
нете да монтирате мотора става ясно, че 
SG-2500 е изготвен от висококачествени 
материали: некорозиращи монтажни 
елементи и отлят кожух от неръждаема 
стомана, гарантиращ висока степен на 
устойчивост срещу атмосферни влия-
ния. Една ясна за разчитане скала за 
настройка и точните означения за регу-
лиране на антената в южна (северна) 
посока позволяват лесна и в същото 
време точна настройка на мотора и 
антената. 

SG-2500 работи 
безпогрешно с всички 
DiSEqC протоколи 
За работа на антената с протоколи 

DiSEqC 1.0 и 1.1, MOTECK предоставя 
V-Box II или  DIGIBOX, които изиск-
ват ъгъла на завъртане да бъде даден 
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като Goto-X стойност. Точният ъгъл на 
завъртане може да бъде изчислен като 
се използва приложението GAAPS, което 
MOTECK предлага за изтегляне от своя 
уеб сайт: www.moteck.com или от www.
gaaps.com.tw. Освен това, може да 
решите да използвате и нашия софтуер 
USPOS, с който се работи много лесно 
(www.TELE-satellite.com/Uspos.exe).

Ако използвате протокол DiSEqC 1.2 
не е необходимо друго допълнително 
устройство за автоматично позициони-
ране. Но ако моторът трябва да работи 
с протокол по-малък от 1.2 и се ползва 
неговата вътрешна памет, DiSEqC прото-
кола показва своята слабост. Паметта, 
използвана от MOTECK (както е и при 
другите конкурентни производители), 
притежава капацитет за максимум 60 
сателитни позиции. На нея обаче не може 
да се разчита, тъй като всички записи се 
изтриват при нулиране на мотора, което 
от своя страна води до загуба на всички 
съхранени сателитни позиции.

Но това не е единственият проблем 
с паметта. Нейните първи 26 позиции 
съдържат предварително зададени 
параметри, които за съжаление не могат 
реално да се използват. Дори и да оста-
вим настрана факта, че тези стойности 
са изчислени за нулевия меридиан, те са 
неизползваеми, защото приемниците не 
отчитат номера на позицията в мотора, 
а неизменно записват данните на спът-
ника във възходящ ред. 

Следователно, за безопасно и ста-
билно съхранение на данните на позици-
ите трябва да разчитате преди всичко на 
приемника, а не на мотора. Това е един-
ственият начин да управлявате надеж-
дно мотора с директната Goto-X команда 
за управление на протокола DiSEqC 1.2. 
Някои DiSEqC 1.2 приемници дори имат 
и специално за тази цел Goto-X меню. И 
все пак, приемници с интегриран DiSEqC 
1.3 протокол или USALS ще работят най-
добре. Те автоматично изчисляват ъгъла 
на азимутално завъртане, съхраняват го, 
и го излъчват заедно с командата Goto-
X. Разбира се, SG-2500 перфектно възп-
риема командата Goto-X и поради това е 
идеалния мотор за тези приемници.

Закрепването на мотора 
към антената става 
много лесно
MOTECK SG-2500 може да бъде мон-

тиран лесно с помощта на 13 мм ключ. 
Също така лесно той може да бъде нас-
троен към географска ширина на даде-
ното местоположение. SG-2500 може да 
се закрепва към мачти с диаметър между 
35 и 65 мм. За да се гарантира стабилен 
монтаж обаче, той не трябва да е по-
малък от 50 мм. Това също е и диаме-
търа, избран от MOTECK за ротора. 

След като мачтата бъде монтирана в 
абсолютно точна хоризонтална пози-
ция, трябва да се намери точната южна 

Отделните компоненти преди монтажа

Определяне на географската 
ширина на мотора

Скала на мотора за ъгъла на въртене

Моторът е монтиран на мачтата

(северна) посока и тя да се отбележи на 
мачтата с флумастер. Моторът - който 
по подразбиране е поставен в нулева 
позиция - сега може да бъде монтиран и 
приблизително настроен.

Даденото ръководство на потреби-

теля е на английски език и предос-
тавя полезни указания за монтажа и 
настройката на мотора. То също така 
съдържа съответната стойност на ска-
лата за елевация на антената за мест-
ната географска ширина. Алтернативно, 
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тази стойност може лесно да се изчисли 
с всеки тригонометричен калкулатор:

Стойност на скалата = географска 
ширина - 60° + arctan((cos (BG)-
0.151)/sin(BG))

След като антената (с макс. размер 
120 см в диаметър (или плоска антена)) 
бъде регулирана с тази стойност, тя 
може да бъде прикачена към ротора. 
Като се използва белега за насочване 
на ротора, антената сега вече може да 
се насочи на юг (север).

Както се случва в повечето случаи, 
сигнал няма да се получи веднага. 
Моторът първо трябва да се завърти 
към зададения ъгъл за конкретен спът-
ник, като това може да стане както 
ръчно, така и с използване менюто на 
приемника. За тази цел ще ви трябва 
някаква индикация от постъпващия 
сигнал, който ще се покаже на прием-
ника. В повечето случаи обаче, той ще 
е настроен към съвсем друга позиция и 
следователно няма да може да се изпол-
зва за интерпретиране на сигнала. Тук 
може да ви бъде от полза един не скъп 
уред за откриване на спътници, който 
се свърза към кабела до антената. Този 
уред може да ви улесни и в бъдеще, 
например, след буря, когато вятърът е 
изместил антената. Подобни устройс-
тва са оборудвани с индикатори, които 
в значителна степен улесняват оптими-
зирането на приемането: за вертикални 
настройки може да променяте скалата 
на елевацията, а за хоризонтални - да 
движете антената по ротора. 

Задвижването работи 
тихо и много точно
Иновационното задвижване, изпол-

Стойност на зададената 
елевация на антената

Знак за регулиране на мотора 
на мачтата в посока юг

Антената е регулирана по 
белега за насочване

Белег за насочване на ротора за регулиране 
на антената на юг

звано за MOTECK SG-2500 има отлични 
характеристики. Нашият тест ясно 
показа, че новото задвижване зна-
чително намалява нивото на шума по 
цялата дъга между 75° Изток и 75° 
Запад, без да консумира по-голям ток в 
сравнение с другите мотори, които сме 
използвали по-рано. На практика, това 

прави въртенето на антената почти 
безшумно за съседите. А ако ползвате 
едва забележимата плоска антена, няма 
никакви основания да чувате ядосани 
оплаквания, че се пречи на видимостта 
или има шум.

Нашият тест също показа, че досе-
гашното слабо място на моторите е 
вече отстранено. Благодарение на една 
патентована иновация, регулиращият 
луфт на задвижващия вал е практи-
чески сведен до нула. Това означава, че 
антената се насочва към всеки спътник 
съвсем точно, независимо от коя точка 
започва нейното въртене. Дори спът-
никови позиции, които отстоят на само 
три градуса една от друга, могат сега да 
бъдат надеждно отделени. Нашият тест 
успя да потвърди факта, че с този нов 
мотор и функцията “blind” сканиране 
вече не се приемат транспондери от 
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близки съседни спътникови позиции. В същото време беше 
подобрена силата на сигнала от слаби транспондери, които 
са близо до границата на приемане.

Новият мотор MOTECK SG-2500 работи надеждно и без-
шумно. Неговата нова безлуфтова задвижваща система 
позволява точно отделяне на спътниковите позиции и рес-
пективно увеличава качеството на приемане. При използване 
на DiSEqC 1.3 приемник, системата може да работи напълно 
автоматизирано.

+
Оптимална защита от корозия, изключи-

телно безшумна работа, точно позициониране 
без наличие на регулиращ луфт - този мотор е 
подходящ както за северното, така и за южното 
полукълбо

-
Ръководството на потребителя е налично 

само на английски. Вградената памет на спътниковите 
позиции е остаряла

Мнение на експерта

Панел на мотора за 
свързване

What does USALS mean, 
and what is GAAPS?
Both terms designate calculation methods for auto-

matic positioning of satellite antennas. The position of 
each satellite is given as the angle between the zero 
meridian and the orbital position. This angle value is 
geocentric, however, meaning that it is calculated with 
the centre of the earth as pivot point. 

For the horizon system of the actual location – which 
differs for each location – this angle value has to be 
re-calculated in order to receive the actual alignment 
direction for a given satellite. 

Italian actuator manufacturer Stab was the first to
suggest integrating this complex re-calculation of geo-
graphic coordinates in receivers and coined the term 
USALS, which stands for Universal Satellite Automatic 
Location System. 

MOTECK chose the abbreviation GAAPS for its re-cal-
culation formula, which stands for Global Automatic 
Antenna Positioning System.

The re-calculation of coordinates is not, however, an 
additional feature implemented at motor level, as the 
motor receives its control data with the regular Goto-X 
commands of the DiSEqC 1.2 protocol. Therefore, the 
re-calculation is performed by the receiver. 

Yet, even if the routine for automatic positioning is 
implemented in receivers, they may not always carry 
the registered USALS logo. Very often it is necessary 
to consult the manual to find out whether or not they
provide this feature. 

Some receivers – and motors, for that matter – 
simply state “compatible with DiSEqC 1.3” or “com-
patible with Goto-X”.

Антенната система след 
завършения монтаж
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Ku-Band LNB  

Конвертор за 
мултифийд системи

Jiuzhou 
Skytrack JSU33

Ако попитате някой сателитен ентусиаст кои 
са най-важните параметри при избора на 
оптималния конвертор за система за приемане 
на Ku-обхвата, най-вероятно той ще Ви каже, 
че това са усилването и шумовото число. 
Стойността на първия параметър трябва да 
бъде възможно най-висока, а на втория - точно 
обратно: максимално ниска. Най-вероятно нашите 
читатели знаят, че усилването означава силен 
сигнал, излизащ от конвертора, благодарение на 
който могат да се използват по-дълги коаксиални 
кабели, сплитери и ключове за сигнала без страх 
от отслабването му. 

JIUZHOU SKYTRACK JSU33 
Лек конвертор, много подходящ за 

мултифийд монтажи.

Редакторът на TELE-satellite по 
изпитването Jacek Pawlowski монтира 
новия конвертор Skytrack от фирмата 

Jiuzhou на нормална офсетова антена, 
насочена към HOTBIRD, 13° Изток. 

Конверторът JSU33 е изключително 
малък по размер и лек



55www.TELE-satellite.com   —   06-07/2009   —   TELE-satellite & Broadband



TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0907/ara/jiuzhou.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0907/bid/jiuzhou.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0907/bul/jiuzhou.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0907/ces/jiuzhou.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0907/deu/jiuzhou.pdf
English English  www.TELE-satellite.com/TELE-satellite-0907/eng/jiuzhou.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0907/esp/jiuzhou.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0907/far/jiuzhou.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0907/fra/jiuzhou.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0907/hel/jiuzhou.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0907/hrv/jiuzhou.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0907/ita/jiuzhou.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0907/mag/jiuzhou.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0907/man/jiuzhou.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0907/ned/jiuzhou.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0907/pol/jiuzhou.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0907/por/jiuzhou.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0907/rom/jiuzhou.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0907/rus/jiuzhou.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0907/sve/jiuzhou.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0907/tur/jiuzhou.pdf

Available online starting from 29 May 2009

Download this report in other languages from the Internet:

56 TELE-satellite & Broadband   —   06-07/2009   —   www.TELE-satellite.com

избрахме 12 транспондера 
на HOTBIRD (13° Изток). Тех-
ните параметри са дадени в 
Таблица 1. Както може да се 
види, има три транспондера 
за всеки под-обхват (горен/
долен) и за всяка поляриза-
ция. По този начин прове-
рихме работата при двете 
LOF: 9750 и 10600 MHz, при 
двете поляризации (верти-
кална и хоризонтална), както 
и за началото, средата и края 
на под-обхвата.

Фигура 1 показва шумо-
вата характеристика на кон-
верторите. Показателят MER 
представлява коефициент на 
модулационна грешка - пара-
метър, който е силно свързан 

Ниското шумово число 
осигурява добро отношение 
сигнал/шум на изхода на кон-
вертора или казано по друг 
начин за цифровите излъч-
вания: отношение носеща-
към-шум (C/N). Ниската 
C/N стойност е необходима 
за осигуряване приемането 
на по-слабите транспондери, 
както и за по-висок марджин 
при лоши атмосферни усло-
вия. За съжаление обаче, 
шумовото число на реалното 
устройство се предсказва 
много трудно. Освен тази 
характеристика, има и други 
параметри, които влияят на 
отношението носеща-към-
шум. Те са: фазов шум на 
локалния осцилатор на кон-
вертора и неговото ‘вредно’ 
съдържание, изолиране на 
обратната поляризация, 
интермодулационно ниво и 
подтискане на огледалните 
честоти. Така че, единстве-
ният начин на практика да 
се оцени един конвертор е 
той да се постави на реална 
антена и да приема реални 
сигнали. Наличието на 
съседни транспондери прави 
неговия живот по-тежък и 
снижава характеристиката 
носеща-към-шум.

Чрез подобен тест ние 
можем да направим сравне-
ние на реалната работа на 
конвертор по време на тест 
с друг конвертор, предлаган 
на пазара. Така постъпихме 
и в този конкретен случай, 
когато тествахме конвер-
тора на Jiuzhou - Skytrack 
JSU33. Неговото шумово 
число беше дадено като 0.6 
dB. Сравнихме го с други два 
модерни конвертора: единия 
с NF=0.3 dB, а другия - с 
NF=0.2 dB. 

За целите на нашия тест 

със C/N и показва колко бит 
грешки са открити във вхо-
дящия сигнал. Трябва ли да 
уточняваме, че тези грешки 
са причинени от шум? Кол-
кото по-добро е шумовото 
число на даден конвертор, 
толкова по-високи са MER 
стойностите. 

Докато за осемте транс-
пондера в долния (ниско-
честотен) обхват, шумовата 
характеристика на JSU33 
беше по-лоша от референт-
ните конвертори, за остана-

лите четири транспондера 
той бе по-добър дори и от 
двата (за Tr-11). И наистина, 
конвертора с NF=0.2 dB 
не беше по-добър от този с 
NF=0.3 dB! Именно поради 
тази причина обяснихме по-
горе, че шумовото число само 

по себе си не е единствения 
параметър, който трябва да 
се отчита и, че само реалния 
практически тест може да 
разкрие цялата истина!

А какво да кажем за другия 
параметър? Той е предста-
вен на фигура 2. Тук поло-
жението е точно обратно: 
JSU33 излиза и пред двата 
свои съперника. При 11 от 
12-те транспондера, изходя-
щата мощност е по-голяма и 
от двата други конвертора. 
Това беше особено вярно за 

неговата изходяща мощност. 
Поради тази причина той 
може да бъде предпочита-
ния избор за мулти-сате-
литно приемане, когато се 
използват мултиключове и 
дълги кабели за пренасяне 
на сигнала до различен брой 
приемници. Другото предим-
ство на този конвертор за 
мултифийд системи е него-
вия малък размер и тегло 
(около 100 г), в сравнение 
с другите, типични за това 
използване конвертори.

Фигура 2. Изходяща мощност на различните конвертори.

Фиг. 1. Стойността MER за 12 различни транспондера на спътника HOTBIRD (13° Изток).

Таблица 1. Използвани 
транспондери за тест сигнали.

този с NF=0.3 dB, който от 
своя страна беше победи-
теля в състезанието с шума.

И така, какво окончателно 
заключение можем да нап-
равим от тези резултати? 
Най-силната характерис-
тика на Skytrack JSU33 е 





DATA
TECHNIC

Manufacturer Shenzhen Xiangcheng Electric Technology Co., Ltd.

Internet www.skytrack.cn/www.jiuzhou.com.cn

E-mail jerrychu@skytrack.cn / hxymar@jiuzhou.com.cn

Telephone +86 755 26715445/26947236

Fax +86 755 26947266/26715408

Model JSU33

Function Universal Ku-Band Single LNB

Input Frequency 10.7 GHz – 12 GHz

Output Frequency 950 MHz – 2150 MHz

LOF Initial Accuracy 1 MHz @ 25°C

LOF Thermal Drift 2 MHz (-30 ~ +60°C)

Noise Figure 0.6 dB max. @ 25°C 

Conversion gain 60 dB min.

DC Current consumption 120 mA max.

Jacek Pawlowski
TELE-satellite

Test Center
Poland
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+
Лек и малък конвертор, много подходящ за 

мултифийд монтажи. Високата изходяща мощ-
ност е другото предимство на този конвертор. 
Много добра изработка.

-
Не е изборът на DX-ъра.

Мнение на експерта
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Manufacturer AB-COM

Website www.abipbox.com

Function
Digital Linux-based HDTV 
PVR receiver for DVB-S, 

DVB-S2, DVB-C and DVB-T 
DVB-S2/LAN ● / ●

Channel Memory 10000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

AB IPBOX 910HD 

Satisfies almost everyone with its

total flexibility and universality

04-05/2009
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Manufacturer Topfield

Website www.topfield.co.kr

Function
Digital HDTV DVB-S2 
Receiver with Various 
Multimedia Features

DVB-S2/LAN ● / ●

Channel Memory 10000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●
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TOPFIELD TMS SRP-2100

Future-proof receiver combining 

satellite television and Internet 

in a single device
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Manufacturer Topfield

Website www.topfield.co.kr

Function HDTV PVR Satellite Receiver 
with Scaler

DVB-S2/LAN ● / ●

Channel Memory 5000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI ● / ●

Scart/Digital Audio ● / ●

TOPFIELD TF6000PVR ES

Easy to use family oriented receiver 

with built-in upscaler – ideal for use 

on LCD or plasma TVs

02-03/2009

Satellite Products of 21st Century 

Manufacturer ABC BIZNIS

Website www.opensat.info

Function Digital DVB-S CI-PVR 
Receiver

DVB-S2/LAN — / —

Channel Memory 4000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / —

Scart/Digital Audio ● / ●
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OPENSAT 3000CRCI PVR 

Fully-fledged PVR receiver with excel-

lent build quality that is easy to use

04-05/2009

Read Indepth Review of This Product Directly on the Internet:
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Manufacturer Dizipia

Website www.dizipia.com

Function HDTV Satellite Receiver 
with Scaler

DVB-S2/LAN ● / ●

Channel Memory !

DiSEqC 1.0 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

DIZIPIA DS4H-9160 

A competent receiver with lots of 

connection options and 

powerful capabilities

02-03/2009

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0903/ara/dizipia.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0903/bid/dizipia.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0903/bul/dizipia.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0903/ces/dizipia.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0903/deu/dizipia.pdf
English English  www.TELE-satellite.com/TELE-satellite-0903/eng/dizipia.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0903/esp/dizipia.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0903/far/dizipia.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0903/fra/dizipia.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0903/hel/dizipia.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0903/hrv/dizipia.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0903/ita/dizipia.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0903/mag/dizipia.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0903/man/dizipia.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0903/ned/dizipia.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0903/pol/dizipia.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0903/por/dizipia.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0903/rus/dizipia.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0903/sve/dizipia.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0903/tur/dizipia.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer Jiuzhou

Website www.jiuzhou.com.cn

Function Digital PVR Satellite Receiver 
for SDTV/HDTV

DVB-S2/LAN ● / —

Channel Memory 5000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

JIUZHOU DTS6600

A brilliant blend of ease of use 

and great functions

12-01/2009

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0901/ara/jiuzhou.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0901/bid/jiuzhou.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0901/bul/jiuzhou.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0901/ces/jiuzhou.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0901/deu/jiuzhou.pdf
English English  www.TELE-satellite.com/TELE-satellite-0901/eng/jiuzhou.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0901/esp/jiuzhou.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0901/far/jiuzhou.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0901/fra/jiuzhou.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0901/hel/jiuzhou.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0901/hrv/jiuzhou.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0901/ita/jiuzhou.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0901/mag/jiuzhou.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0901/man/jiuzhou.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0901/ned/jiuzhou.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0901/pol/jiuzhou.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0901/por/jiuzhou.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0901/rom/jiuzhou.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0901/rus/jiuzhou.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0901/sve/jiuzhou.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0901/tur/jiuzhou.pdf

Read Indepth Review of This Product Directly on the Internet:
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Manufacturer ABC BIZNIS

Website www.opensat.info

Function HDTV Satellite Receiver with 
Two CI Slots

DVB-S2/LAN ● / —

Channel Memory !

DiSEqC 1.2

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0901/ara/opensat.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0901/bid/opensat.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0901/bul/opensat.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0901/ces/opensat.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0901/deu/opensat.pdf
English English  www.TELE-satellite.com/TELE-satellite-0901/eng/opensat.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0901/esp/opensat.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0901/far/opensat.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0901/fra/opensat.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0901/hel/opensat.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0901/hrv/opensat.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0901/ita/opensat.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0901/mag/opensat.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0901/man/opensat.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0901/ned/opensat.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0901/pol/opensat.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0901/por/opensat.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0901/rom/opensat.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0901/rus/opensat.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0901/sve/opensat.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0901/tur/opensat.pdf

OPENSAT XT-9500 HD

Style and substance in a single 

package

12-01/2009

Manufacturer AB-COM

Website www.abipbox.com

Function
Digital Linux-based HDTV 
PVR Receiver for DVB-S, 

DVB-S2, DVB-C and DVB-T 
DVB-S2/LAN ● / ●

Channel Memory 10000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

AB IPBOX 900HD

Perfect HD receiver both for a family as 

for the satellite enthusiast

12-01/2009

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0901/ara/abcom.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0901/bid/abcom.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0901/bul/abcom.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0901/ces/abcom.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0901/deu/abcom.pdf
English English  www.TELE-satellite.com/TELE-satellite-0901/eng/abcom.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0901/esp/abcom.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0901/far/abcom.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0901/fra/abcom.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0901/hel/abcom.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0901/hrv/abcom.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0901/ita/abcom.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0901/mag/abcom.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0901/man/abcom.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0901/ned/abcom.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0901/pol/abcom.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0901/por/abcom.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0901/rom/abcom.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0901/rus/abcom.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0901/sve/abcom.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0901/tur/abcom.pdf

Read Indepth Review of This Product Directly on the Internet:

Read Indepth Review of This Product Directly on the Internet:

AWARD WINNING    Satellite Products of 21st Century 
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TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0811/ara/topfield.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0811/bid/topfield.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0811/bul/topfield.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0811/ces/topfield.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0811/deu/topfield.pdf
English English  www.TELE-satellite.com/TELE-satellite-0811/eng/topfield.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0811/esp/topfield.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0811/far/topfield.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0811/fra/topfield.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0811/hel/topfield.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0811/hrv/topfield.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0811/ita/topfield.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0811/mag/topfield.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0811/man/topfield.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0811/ned/topfield.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0811/pol/topfield.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0811/por/topfield.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0811/rom/topfield.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0811/rus/topfield.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0811/sve/topfield.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0811/tur/topfield.pdf

Read Indepth Review of This Product Directly on the Internet:

TOPFIELD TF7700HSCI

A solidly built SDTV and HDTV receiver 

that includes a variety of very 

practical features

10-11/2008

Manufacturer Topfield

Website www.topfield.co.kr

Function HDTV PVR Satellite Receiver

DVB-S2/LAN ● / —

Channel Memory 5000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0811/ara/sonicview.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0811/bid/sonicview.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0811/bul/sonicview.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0811/ces/sonicview.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0811/deu/sonicview.pdf
English English  www.TELE-satellite.com/TELE-satellite-0811/eng/sonicview.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0811/esp/sonicview.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0811/far/sonicview.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0811/fra/sonicview.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0811/hel/sonicview.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0811/hrv/sonicview.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0811/ita/sonicview.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0811/mag/sonicview.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0811/man/sonicview.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0811/ned/sonicview.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0811/pol/sonicview.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0811/por/sonicview.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0811/rom/sonicview.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0811/rus/sonicview.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0811/sve/sonicview.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0811/tur/sonicview.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer Sonicview

Website www.sonicviewusa.com

Function Digital Satellite PVR Receiver 
With Two Tuners

DVB-S2/LAN — / —

Channel Memory 6000

DiSEqC 1.0 / 1.1 / 1.2

S-Video/HDMI ● / —

Scart/Digital Audio — / ●

SONICVIEW SV-360 ELITE PVR

A family-friendly receiver and easiest to 

use with a multitude of features

10-11/2008
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TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0811/ara/venus.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0811/bid/venus.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0811/bul/venus.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0811/ces/venus.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0811/deu/venus.pdf
English English  www.TELE-satellite.com/TELE-satellite-0811/eng/venus.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0811/esp/venus.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0811/far/venus.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0811/fra/venus.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0811/hel/venus.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0811/hrv/venus.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0811/ita/venus.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0811/mag/venus.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0811/man/venus.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0811/ned/venus.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0811/pol/venus.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0811/por/venus.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0811/rom/venus.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0811/rus/venus.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0811/sve/venus.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0811/tur/venus.pdf

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0809/ara/abcom.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0809/bid/abcom.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0809/bul/abcom.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0809/ces/abcom.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0809/deu/abcom.pdf
English English  www.TELE-satellite.com/TELE-satellite-0809/eng/abcom.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0809/esp/abcom.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0809/far/abcom.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0809/fra/abcom.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0809/hel/abcom.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0809/hrv/abcom.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0809/ita/abcom.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0809/mag/abcom.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0809/man/abcom.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0809/ned/abcom.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0809/pol/abcom.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0809/por/abcom.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0809/rom/abcom.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0809/rus/abcom.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0809/sve/abcom.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0809/tur/abcom.pdf

Read Indepth Review of This Product Directly on the Internet:

Read Indepth Review of This Product Directly on the Internet:

AWARD WINNING    Satellite Products of 21st Century 

Manufacturer PT. Subur Semesta

Website www.subursmt.com

Function Digital Satellite Receiver for 
Motorized Dishes

DVB-S2/LAN — / —

Channel Memory 4000

DiSEqC 1.2

S-Video/HDMI — / —

Scart/Digital Audio — / —

VENUS NEW MILLENNIUM II-EP

Easy to use receiver for big motorized 

dishes at an economic price

10-11/2008

Manufacturer AB-COM

Website www.abipbox.com

Function HDTV PVR for DVB-S, 
DVB-S2, DVB-C and DVB-T

DVB-S2/LAN ● / ●

Channel Memory 10000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI ● / ●

Scart/Digital Audio ● / ●

ABCOM IPBOX 9000 HD PLUS

A huge range of connection options 

make this box a true all-rounder – yet 

it remains easy to use as a family 

receiver.

08-09/2008
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TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0807/ara/arion.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0807/bid/arion.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0807/bul/arion.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0807/ces/arion.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0807/deu/arion.pdf
English English  www.TELE-satellite.com/TELE-satellite-0807/eng/arion.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0807/esp/arion.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0807/far/arion.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0807/fra/arion.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0807/hel/arion.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0807/hrv/arion.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0807/ita/arion.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0807/mag/arion.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0807/man/arion.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0807/ned/arion.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0807/pol/arion.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0807/por/arion.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0807/rom/arion.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0807/rus/arion.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0807/sve/arion.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0807/tur/arion.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer Arion

Website www.arion.co.kr

Function Digital Satellite PVR Receiver 
with Built-in Scaler

DVB-S2/LAN ● / —

Channel Memory 8000

DiSEqC 1.0 / 1.1 /1.2 / 1.3

S-Video/HDMI ● / ●

Scart/Digital Audio ● / ●

ARION AF9400PVR HDMI

A solid and easy to use receiver that 

with its Scaler can present satellite 

channels in excellent quality.

06-07/2008

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0805/ara/nanoxx.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0805/bid/nanoxx.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0805/bul/nanoxx.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0805/ces/nanoxx.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0805/deu/nanoxx.pdf
English English  www.TELE-satellite.com/TELE-satellite-0805/eng/nanoxx.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0805/esp/nanoxx.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0805/far/nanoxx.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0805/fra/nanoxx.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0805/hel/nanoxx.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0805/hrv/nanoxx.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0805/ita/nanoxx.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0805/mag/nanoxx.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0805/man/nanoxx.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0805/ned/nanoxx.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0805/pol/nanoxx.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0805/por/nanoxx.pdf
Romanian Românesc  www.TELE-satellite.com/TELE-satellite-0805/rom/nanoxx.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0805/rus/nanoxx.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0805/sve/nanoxx.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0805/tur/nanoxx.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer NanoXX

Website www.nanoxx.info

Function Digital HDTV PVR Receiver

DVB-S2/LAN ● / ●

Channel Memory 10000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI ● / ●

Scart/Digital Audio ● / ●

NANOXX 9500HD

Small enclosure, superbly crisp picture,

extremly fast channel search, 

and connection for HDD

04-05/2008
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TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0805/ara/opensat.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0805/bid/opensat.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0805/bul/opensat.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0805/ces/opensat.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0805/deu/opensat.pdf
English English  www.TELE-satellite.com/TELE-satellite-0805/eng/opensat.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0805/esp/opensat.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0805/far/opensat.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0805/fra/opensat.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0805/hel/opensat.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0805/hrv/opensat.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0805/ita/opensat.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0805/mag/opensat.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0805/man/opensat.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0805/ned/opensat.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0805/pol/opensat.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0805/por/opensat.pdf
Romanian Românesc www.TELE-satellite.com/TELE-satellite-0805/rom/opensat.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0805/rus/opensat.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0805/sve/opensat.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0805/tur/opensat.pdf

Read Indepth Review of This Product Directly on the Internet:

AWARD WINNING    Satellite Products of 21st Century 

Manufacturer ABC Biznis

Website www.opensat.info

Function DVB-S/S2 MPEG2/4 HD 
Receiver with Single Tuner

DVB-S2/LAN ● / —

Channel Memory 4000

DiSEqC 1.0 / 1.2 

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

OPENSAT X9000HDCI

Fasten your seatbelt: super fast 

channel zapping combined with superb 

audio and video quality in SD and HD

04-05/2008

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0805/ara/topfield.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0805/bid/topfield.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0805/bul/topfield.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0805/ces/topfield.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0805/deu/topfield.pdf
English English  www.TELE-satellite.com/TELE-satellite-0805/eng/topfield.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0805/esp/topfield.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0805/far/topfield.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0805/fra/topfield.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0805/hel/topfield.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0805/hrv/topfield.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0805/ita/topfield.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0805/mag/topfield.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0805/man/topfield.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0805/ned/topfield.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0805/pol/topfield.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0805/por/topfield.pdf
Romanian Românesc www.TELE-satellite.com/TELE-satellite-0805/rom/topfield.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0805/rus/topfield.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0805/sve/topfield.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0805/tur/topfield.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer Topfield

Website www.topfield.co.kr

Function DVB-S, DVB-S2 HDTV 
Receiver with Irdeto CA

DVB-S2/LAN ● / —

Channel Memory 5000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI ● / ●

Scart/Digital Audio ● / ●

TOPFIELD TF7720HSIR

Ideal HDTV Receiver for FTA and 

Irdeto encrypted channels

04-05/2008
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TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0803/ara/topfield.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0803/bid/topfield.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0803/bul/topfield.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0803/deu/topfield.pdf
English English  www.TELE-satellite.com/TELE-satellite-0803/eng/topfield.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0803/esp/topfield.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0803/far/topfield.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0803/fra/topfield.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0803/hel/topfield.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0803/hrv/topfield.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0803/ita/topfield.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0803/mag/topfield.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0803/man/topfield.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0803/ned/topfield.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0803/pol/topfield.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0803/por/topfield.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0803/rus/topfield.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0803/sve/topfield.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0803/tur/topfield.pdf

Read Indepth Review of This Product Directly on the Internet:

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0803/ara/abcom.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0803/bid/abcom.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0803/bul/abcom.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0803/deu/abcom.pdf
English English  www.TELE-satellite.com/TELE-satellite-0803/eng/abcom.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0803/esp/abcom.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0803/far/abcom.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0803/fra/abcom.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0803/hel/abcom.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0803/hrv/abcom.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0803/ita/abcom.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0803/mag/abcom.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0803/man/abcom.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0803/ned/abcom.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0803/pol/abcom.pdf
Portuguese Português www.TELE-satellite.com/TELE-satellite-0803/por/abcom.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0803/rus/abcom.pdf
Swedish Svenska www.TELE-satellite.com/TELE-satellite-0803/sve/abcom.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0803/tur/abcom.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer Topfield

Website www.topfield.co.kr

Function
Digital DVB-S, DVB-S2 HD-
PVR Receiver with Ethernet 

Connection
DVB-S2/LAN ● / ●

Channel Memory 5000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI ● / ●

Scart/Digital Audio ● / ●

TOPFIELD TF7700 HDPVR

Fully capable twin receiver with 

proven HDTV technology and 

outstanding picture quality.

02-03/2008

Manufacturer AB-COM

Website www.abcom.sk

Function
Linux-based Receiver for 

Terrestrial, Cable and Satellite 
DVB Reception

DVB-S2/LAN — / ●

Channel Memory 4000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / —

Scart/Digital Audio ● / ●

AB IPBOX 350PRIME PVR

A Linux-based Receiver as Powerful 

as Never Before

02-03/2008
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Arabic العربية  www.TELE-satellite.com/TELE-satellite-0801/ara/arionHDCI.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0801/bid/arionHDCI.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0801/bul/arionHDCI.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0801/deu/arionHDCI.pdf
English English  www.TELE-satellite.com/TELE-satellite-0801/eng/arionHDCI.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0801/esp/arionHDCI.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0801/fra/arionHDCI.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0801/hel/arionHDCI.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0801/hrv/arionHDCI.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0801/ita/arionHDCI.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0801/mag/arionHDCI.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0801/man/arionHDCI.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0801/ned/arionHDCI.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0801/pol/arionHDCI.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0801/rus/arionHDCI.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0801/tur/arionHDCI.pdf

Read Indepth Review of This Product Directly on the Internet:

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0801/ara/zimple.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0801/bid/zimple.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0801/bul/zimple.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0801/deu/zimple.pdf
English English  www.TELE-satellite.com/TELE-satellite-0801/eng/zimple.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0801/esp/zimple.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0801/fra/zimple.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0801/hel/zimple.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0801/hrv/zimple.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0801/ita/zimple.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0801/mag/zimple.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0801/man/zimple.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0801/ned/zimple.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0801/pol/zimple.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0801/rus/zimple.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0801/tur/zimple.pdf

Read Indepth Review of This Product Directly on the Internet:

AWARD WINNING    Satellite Products of 21st Century 

Manufacturer Arion

Website www.arion.co.kr

Function HDTV Satellite Receiver with 
CI Slot

DVB-S2/LAN ● / —

Channel Memory 4000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / ●

Scart/Digital Audio ● / ●

ARION AF-4000HDCI

A receiver that will make any newbie 

happy as well as please any pro with its 

endless possibilities

12-01/2008

Manufacturer Infosat

Website www.infosats.com

Function MPEG2 FTA receiver with 
Blind Scan

DVB-S2/LAN — / —

Channel Memory 1000

DiSEqC 1.0 / 1.2

S-Video/HDMI — / —

Scart/Digital Audio — / —

INFOSAT ZIMPLE BOX 3

Fast and easy to use receiver for FTA 

reception with a very sensitive tuner 

12-01/2008
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TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0711/ara/jiuzhou.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0711/bid/jiuzhou.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0711/bul/jiuzhou.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0711/deu/jiuzhou.pdf
English English  www.TELE-satellite.com/TELE-satellite-0711/eng/jiuzhou.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0711/esp/jiuzhou.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0711/fra/jiuzhou.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0711/hel/jiuzhou.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0711/hrv/jiuzhou.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0711/ita/jiuzhou.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0711/mag/jiuzhou.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0711/man/jiuzhou.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0711/ned/jiuzhou.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0711/pol/jiuzhou.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0711/rus/jiuzhou.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0711/tur/jiuzhou.pdf

Read Indepth Review of This Product Directly on the Internet:

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0709/ara/jiuzhou.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0709/bid/jiuzhou.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0709/bul/jiuzhou.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0709/deu/jiuzhou.pdf
English English  www.TELE-satellite.com/TELE-satellite-0709/eng/jiuzhou.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0709/esp/jiuzhou.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0709/far/jiuzhou.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0709/fra/jiuzhou.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0709/hel/jiuzhou.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0709/hrv/jiuzhou.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0709/ita/jiuzhou.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0709/mag/jiuzhou.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0709/man/jiuzhou.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0709/ned/jiuzhou.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0709/pol/jiuzhou.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0709/rus/jiuzhou.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0709/tur/jiuzhou.pdf

Read Indepth Review of This Product Directly on the Internet:

Manufacturer Jiuzhou

Website www.jiuzhou.com.cn

Function Digital Satellite Receiver FTA

DVB-S2/LAN — / —

Channel Memory 4800

DiSEqC 1.0 / 1.2

S-Video/HDMI ● / —

Scart/Digital Audio ● / ●

JIUZHOU DVS-2018BS

Very Stable, Solid Receiver for 

Professional Use

10-11/2007

Manufacturer Jiuzhou

Website www.jiuzhou.com.cn

Function Professional Digital Satellite 
Receiver with 2 CI Slots

DVB-S2/LAN — / —

Channel Memory !

DiSEqC —

S-Video/HDMI — / —

Scart/Digital Audio — / —

JIUZHOU DTS1601

Well designed, solid receiver with a 

mature firmware and blindscan

08-09/2007
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Arabic العربية  www.TELE-satellite.com/TELE-satellite-0709/ara/opensat.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0709/bid/opensat.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0709/bul/opensat.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0709/deu/opensat.pdf
English English  www.TELE-satellite.com/TELE-satellite-0709/eng/opensat.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0709/esp/opensat.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0709/far/opensat.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0709/fra/opensat.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0709/hel/opensat.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0709/hrv/opensat.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0709/ita/opensat.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0709/mag/opensat.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0709/man/opensat.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0709/ned/opensat.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0709/pol/opensat.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0709/rus/opensat.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0709/tur/opensat.pdf

Read Indepth Review of This Product Directly on the Internet:

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0707/ara/abcom.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0707/bid/abcom.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0707/bul/abcom.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0707/deu/abcom.pdf
English English  www.TELE-satellite.com/TELE-satellite-0707/eng/abcom.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0707/esp/abcom.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0707/far/abcom.pdf
French Français  www.TELE-satellite.com/TELE-satellite-0707/fra/abcom.pdf
Greek Ελληνικά  www.TELE-satellite.com/TELE-satellite-0707/hel/abcom.pdf
Croatian Hrvatski  www.TELE-satellite.com/TELE-satellite-0707/hrv/abcom.pdf
Italian Italiano www.TELE-satellite.com/TELE-satellite-0707/ita/abcom.pdf
Hungarian Magyar  www.TELE-satellite.com/TELE-satellite-0707/mag/abcom.pdf
Mandarin 中文 www.TELE-satellite.com/TELE-satellite-0707/man/abcom.pdf
Dutch Nederlands  www.TELE-satellite.com/TELE-satellite-0707/ned/abcom.pdf
Polish Polski www.TELE-satellite.com/TELE-satellite-0707/pol/abcom.pdf
Russian Русский  www.TELE-satellite.com/TELE-satellite-0707/rus/abcom.pdf
Turkish Türkçe www.TELE-satellite.com/TELE-satellite-0707/tur/abcom.pdf

Read Indepth Review of This Product Directly on the Internet:

AWARD WINNING    Satellite Products of 21st Century 

Manufacturer ABC Biznis

Website www.opensat.info

Function Fast satellite receiver with 
two CI slots

DVB-S2/LAN — / —

Channel Memory 6000

DiSEqC 1.0 / 1.2

S-Video/HDMI — / —

Scart/Digital Audio ● / —

OPENSAT  X7000CI

A very fast receiver 

simple to use

08-09/2007

Manufacturer AB-COM

Website www.abcom.sk

Function Digital Linux-based PVR 
satellite receiver

DVB-S2/LAN — / ●

Channel Memory 10000

DiSEqC 1.0 / 1.1 / 1.2 / 1.3

S-Video/HDMI — / —

Scart/Digital Audio ● / ●

AB IP BOX 250S PVR

Best Linux-based Satellite Receiver,

ensuring the rich variety of available 

firmware, plugins and service software

06-07/2007
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COMPANY REPORT    

TELE-satellite World  www.TELE-satellite.com/...

Arabic العربية  www.TELE-satellite.com/TELE-satellite-0907/ara/infosat.pdf
Indonesian Indonesia  www.TELE-satellite.com/TELE-satellite-0907/bid/infosat.pdf
Bulgarian Български  www.TELE-satellite.com/TELE-satellite-0907/bul/infosat.pdf
Czech Česky  www.TELE-satellite.com/TELE-satellite-0907/ces/infosat.pdf
German Deutsch  www.TELE-satellite.com/TELE-satellite-0907/deu/infosat.pdf
English English  www.TELE-satellite.com/TELE-satellite-0907/eng/infosat.pdf
Spanish Español  www.TELE-satellite.com/TELE-satellite-0907/esp/infosat.pdf
Farsi فارسي  www.TELE-satellite.com/TELE-satellite-0907/far/infosat.pdf
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Dish Antenna Manufacturer INFOSAT, Thailand 

Иновация от 
Тайланд

Дори и един непроменящ се 
продукт, каквато е антената 
за C-обхвата, има възможност 
за подобрение. Преди няколко 
месеца, компанията INFOSAT в 
Тайланд представи на пазара 
1,5-метрова антена, изработена 
от единичен сегмент. 
Резултатът беше незабавен 
успех. Движещата сила, 
стояща зад този нов продукт 
се казва Niran Tangpiroontham, 
основател и собственик на 
фирмата INFOSAT. Той не е 
нов за читателите на сп. TELE-
satellite: в предишните броеве 
сме писали за него и новите 
му идеи (TELE-satellite, бр. 02-
03/2007 и 02-03/2008). 

Шефът на INFOSAT Niran Tangpiroontham (отляво) и 

главният редактор на сп. TELE-satellite - Alexander Wiese 

пред централния офис на INFOSAT в Nontaburi, предградие в 

северозападната част на Бангког.
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Тази снимка се появи за първи път 
в брой 02-03/2008 на TELE-satellite…

... а тази е направена през 
м.март 2009г., на същото 

това място, където само преди 
няколко месеца нямаше нищо, 

сега е израснал нов цех.
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Последната статия в TELE-satellite 
за INFOSAT беше публикувана в нача-
лото на 2008г. и между многото други 
материали включваше и една снимка 
на едно, все още свободно пространс-
тво. Но, това беше преди година. Сега, 
на това място вече има изградено ново 
производствено помещение: “Това е 
цех No. 2 на INFOSAT”, обяснява гордо 
Niran. Той посочва към строителните 
работници, които вече приключват 
довършителни работи: “Когато настоя-
щето издание излезе от печат, този цех 
вече ще бъде пуснат в експлоатация.” 
Цех No. 1 е достигнал своя предел: само 
преди няколко седмици тук започна 
производството на гореспоменатите 
антени с единичен сегмент.

“Цех No. 1 е с площ 2400 кв.м., а цех 
No. 2 - с 2500 кв.м.”, обяснява Niran. 
Докато собственик на първото поме-
щение е INFOSAT, второто е взето под 
наем. “Това ми спестява парите, които 
трябва да инвестирам в нови машини”, 
разкрива планове си Niran. Той вече 
е успял да вземе две допълнителни 
щамповъчни машини (от общо пет), 
необходими за направа на отвори в 
алуминиевите пана с дебелина 0,5 мм, 
които се използват за сегментите на 
мрежовите антени. 

Но най-голямата инвестиция оче-
видно ще бъде аерозолната система за 
боядисване, използвана за изпръск-
ване на антенните подпори и сегменти 
по начина, който Niran желае. “За 
всички тези нови машини са необхо-
дими инвестиции от над US$ 400,000”, 
коментира Niran. Цех No. 1 е специали-

Още една иновация на INFOSAT: Niran показва прототип на конвертор (LNBF) за C/Ku-обхвата, който ще подава сигнала към мултиключовете. Конверторът за C-обхвата е оборудван с изводи за хоризонтална и вертикална поляризация, докато този за Ku-обхвата има само един извод за вертикална поляризация. Този комбиниран конвертор ще бъде използван за вътрешния пазар на Тайланд за приемане на THAICOM,  87.5° Изток от C-обхвата и NSS 6, 95° Изток, от Ku-обхвата. “Нашите инженери работят за оборудването и на конвертора за Ku-обхвата с двете поляризации, но поради твърде високите технически изисквания, процесът е бавен”, обяснява Niran причината, поради която тези комбинирани конвертори могат да приемат само едната поляризация на Ku-обхвата.

Не се качвай 
по антените! Това 
предупреждение не 
се отнася за новата 
едно-сегментна 
сателитна антена. Тук 
Niran демонстрира 
здравината на 
своите нови антени. 
“Монтажниците 
харесват тази антена”, 
коментира той гордо 
своя нов продукт, “те 
вече няма да си губят 
времето за сглобяване 
на отделните 
сегменти на антените; 
монтажната работа се 
извършва по-бързо и 
новите антени са много 
по-здрави.”

Първата стъпка към 
изготвянето на едно-
сегментната антена на 
INFOSAT: рамката на 
антената се заварява 
на една кръгла маса. 
След това, работникът 
(отпред на снимката) 
поставя пластината за 
поддръжка в центъра 
на тази рамка.
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зиран в производството и сглобяването 
на сателитни антени, докато цех No. 2 
се използва за боядисване на готовите 
антени, пакетирането им и подготов-
ката за изпращане.

Всички тези огромни инвестиции 
спират дъха ти и те карат да си помис-
лиш дали пък настоящата световна 
икономическа криза случайно не е 
подминала Тайланд. “Не, съвсем не”, 
отговаря Niran, “тя започна през м.сеп-
тември миналата година с постоянно 
намаляващи договори за поръчки.” 
Отначало Niran не успява да намери 
никакво решение и неговите служи-
тели са силно притеснени, но скоро той 
намира изход: “Цените на най-изпол-
званите материали (алуминий и сто-
мана) при производството на сателитни 
антени паднаха и от началото на тази 
година аз намалих цената на нашите 
антени с 10%.” Веднага след публич-
ната промоция на тези нови цени, заяв-
ките започват отново да растат. “Много 
често работим по седем дни в седми-
цата, за да можем да изпълним всички 
нови поръчки”, обяснява Niran с усмивка 
на лицето. Той е напълно удовлетворен 
от това ценово намаление. Наличният 
запас от непродадени антени, който до 
края на 2008г. е запълвал цеха, е бил 
напълно изчерпан. “Днес, антените се 
продават веднага след като бъдат про-
изведени и търговците трябва да изча-
кат изпращането на техните заявки!” 
Първият цех е бил с капацитет за произ-
водство на максимум 10,000 сателитни 
антени на месец, но с въвеждането в 
експлоатация на втория цех, този капа-
цитет нараства до 15,000 броя.

Niran признава, че икономическата 
криза има и своите добри страни. 
Цените на материалите не са единс-
твените, които са паднали; заплатите 
също са тръгнали надолу. “70% от 
нашите служители са лоялни, но оста-
налите 30% не биха се поколебали да 
се преместят в друга компания,  ако им 
предложат повишение на заплата дори 
с 1%.” Лоялността на служителите е 
много важен елемент за компания с 
наличен състав от 60 работника и 30 
човека административен персонал.

По време на обяд в ресторанта Chao 
Praya River, намиращ се в близост до 
новия цех на фирмата и само на 20 км 
от центъра на Бангког, Niran ни разказа 
за своите бъдещи планове: “Най-тър-
сеният приемник в Тайван се нарича 
ZIMPLE Box 4, от който се продават над 
30,000 броя на месец.” До сега, Niran е 
получавал тези приемници, произвеж-
дани с желаните от него технически 
характеристики, от Китай. За тях той 
плаща 20% вносно мито, а освен това, 
приемниците са маркирани с етикета 
‘Made in China’. Ако той внася отделни 

Мрежовите сегменти 
се закрепват с винтове 
върху антенната 
рамка - сега вече1,5-
метровата, едно-
сегментна антена на 
INFOSAT е готова.

Готови за доставка: в един пакет се 
поставят заедно три антени. Тук виждаме 
Niran да държи един от тези пакети. В една 
палета могат да се поставят не повече от 
20 такива пакета, като в повечето случаи 
това е минималното  количество за 
международните заявки.
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Розови антени? 
Кой ли ще купи такова 
нещо?  Jiraporn 
Tangpiroontham, 
който е дясната ръка 
на Niran и управител 
за производството 
на антени, обяснява: 
“5% от нашите антени 
се продават в розово. 
Купувачите са изцяло 
жени, които харесват 
този цвят.” Но, по-
голямата част (около 
60%) от продаваните 
антени не са 
боядисани, най-вече 
заради по-ниската 
им цена. 35% са 
поръчките за черен 
цвят, а антени с други 
цветове, предлагащи 
се от INFOSAT, се 
произвеждат само по 
специална поръчка.

Понастоящем, приемникът ZIMPLE 
4 Box все още се произвежда в Китай в 
съответствие с техническите изисквания на 
фирмата INFOSAT. Преди обаче, да се достави 
на крайните клиенти, в него се зарежда 
собствения софтуер (H20) на INFOSAT, 
заедно с актуализираната транспондерна 
информация.

Новият, втори цех на 
INFOSAT, който ще влезе 
в експлоатация по време 
на излизането от печат 
на настоящия брой на сп. 
TELE-satellite.
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модули SKD (Semi Knocked Down), 
вносното му мито ще бъде само 10%, 
а на приемниците ще бъде изписано 
‘Made in Thailand’. “Някои от страните, 
купуващи нашата стока предпочитат 
етикета ‘Made in Thailand’”, размишлява 
Niran по отношение на идеята да про-
извежда сам сателитни приемници. Но 
в същото време той изчислява допъл-
нителните разходи, пряко свързани с 
тази негова идея. Niran се опитва да 
разреши алтернативата дали да се 
качи на влака на производителите на 
сателитни приемници или да остане на 
по-удобната страна на вносителите. 
Официално, Niran все още няма реше-
ние на тази своя дилема. Но, да не бър-
заме! Ако хвърлите поглед към новия 
цех ще видите, че там има запазено 
пространство за производствена линия 
за приемници…

По един или друг начин Niran има 
желание да постигне своята амбици-
озна цел. И въпреки че настоящата 
2009г. е официално обявена за година 
на рецесията, пред него стоят сери-
озни цели: “През 2008г. INFOSAT реа-
лизира продажби за US$ 10 милиона, 
а за 2009г. очаквам те да бъдат с 20% 
повече”, казва той! Неговите шансове 
за постигане на тази цел са наистина 
много добри!

Отделът за изпращане 
на готовата продукция: 
тук се подготвят 
ежедневните пратки към 
търговците.

Работниците са 
заети с инсталацията 
на нова система 
за аерозолно 
боядисване, която 
ще влезе в цялостна 
експлоатация, когато 
държите в ръцете си 
настоящия брой на сп. 
TELE-satellite.
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HDTV Satellite Reception in Beijing 

Новото DX 
хоби: HDTV

Сп. TELE-satellite редовно посвещава 
свои статии на любителите на слаби 
сателитни сигнали, като досега 
тази категория обхващаше всички 
онези, които разглеждат сателитното 
приемане като хоби. Може да се 
каже обаче, че вече съществува и 
друга категория - това са DX-ърите 
на HDTV! Те се интересуват само от 
приемане на HDTV канали във формат 
DVB-S2 и нищо повече. Странно, но 
с един от първите такива DX-ъри, 
специализирани в HDTV приемане, 
се срещнахме в Пекин, но може би за 
това все пак има някаква причина. 
Като се има пред вид, че частното 
сателитно приемане е забранено в 
Китай (с изключение на равнинните 
части на страната), фокусирането към 
HDTV става още по-голямо.

Новата, 2,4-метрова 
антена, закупена съвсем 
наскоро, Applesat смята 
да монтира незабавно. 
Малката, 1,0-метрова антена 
е стационарно насочена към 
ASIASAT.
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Този HDTV DX-ър беше приел прякора 
“Applesat” и даде следното обяснение 
за това: “На 15 години започнах да се 
интересувам от сателитно приемане. 
По това време Китай беше силно изо-
лиран от останалия свят и приемането 
на чужди програми откри нови хори-
зонти за мен. Тогава смятах, че Земята 
е като една ябълка, около която оби-
калят много спътници.”  

Въпреки че неговите родители не са 
били особено възхитени от това негово 
хоби, Applesat не страда твърде много 
от този факт и през 1992г. започва да 
приема спътника ASIASAT 1 с 1,5-мет-
рова антена. Три години по-късно той 
обогатява своята система с 2,1-мет-
рова антена за приемане на APSTAR 1.

През м.януари 2009г. Applesat  се 
премества да живее в свой собствен 
апартамент в нов блок в северната 
част на Пекин. За избора на това място 
той има своя конкретна причина: 
апартамента е на последния, 9-ти 

60-сантиметровата антена 
на Applesat с три конвертора 
приема спътниците TELSTAR 
18 на 138° Изток, AGILA на 146° 
Изток и APSTAR 6 на 134° Изток.

Този облъчвател е специално конструиран 
за офсетови антени и добре се разпознава 
по своята конусна форма. “Нормалните 
облъчватели на параболичните антени с 
централен фокус (PFA) имат твърде голяма 
загуба на сигнал”, обяснява Applesat.

В този нов блок Applesat е съумял 
добре да скрие своите антени: невидими 
от земята, те са разположени на балкона 
на неговия апартамент на 9-ия етаж.
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етаж, директно под покрива, а това в 
значителна степен го скрива от любо-
питни външни погледи. “Законно, тук 
в Китай, сателитни антени могат да се 
инсталират само в равнинните райони 
и то само за приемане на спътника 
CHINASTAR с канали в стандарта ABS-
S”, обяснява Applesat,“; като цяло, 
частното приемане в градовете не е 
разрешено.”  

И все пак се правят изключения за 
чужденци, които живеят в подобни 
блокове, но те са само за апартамен-
тите, които те обитават. Роденият в 
Пекин Applesat обаче няма как да се 
възползва от този факт и това е при-
чината той да не желае да привлича 
вниманието на хората. “Влюбен съм в 
HDTV приемането”, заявява Applesat, 
“и затова съм склонен да поема опре-
делени рискове.” Неговата мечта е 
един хубав ден да има свое собствено 
място в близост до “Великата китайска 
стена” и там да изгради една истин-
ска ‘ферма’ от сателитни антени. “Но 
сегашното законодателство не разре-
шава на такива като мен, жители на 
градове, да притежават каквато и да е 
земя извън очертанията на града.”

И докато този ден дойде, той ще 
продължи да поддържа контакти 
със своите съмишленици. През своя 
Интернет форум www.hdtvstar.cn той 
обменя информация за последните 
HDTV канали, а новите транспондерни 
честоти сваля от сайта www.cnsat.net.  

А как любители като Applesat се 
снабдяват със сателитни продукти в 
Пекин? Докато в почти всеки провин-
циален град може да откриете мага-
зини със сателитно оборудване, то 
това не може да се случи тук в Пекин.  
“Голяма част от моето оборудване 
закупувам през аукционните Интер-
нет сайтове”, разкрива ни Applesat, 
“Думата “спътник” тук е забранена, 
така че трябва да се използват други 
подобни термини, за да се намерят 
този вид продукти.”

Applesat знае как да преодолее 
всички трудности, за да разшири 
своето хоби. На неговия рафт вече 
се намират пет сателитни приемника, 
както и 32” телевизор с плосък екран 
за HDTV. “Всъщност, възнамерявам да 
превърна моето хоби в моя работа”, 
обяснява Applesat, “и вероятно това 
ще се случи.” Енергията, която той 
влага в своето хоби говори, че това 
със сигурност ще стане. 

Applesat стои пред своя рафт с пет 
приемника: един за ефирни HDTV сигнали 
в стандарт DMB-TH, един DVB-S2 приемник, 
два DVB-S приемника с модули и един DVB-S 
FTA приемник. “Моите любими канали са 
Luxe.TV от ASIASAT 2, Fashion TV, Voom, 
National Geographic, History Channel, AXN и 
ASN от MEASAT”, обяснява Applesat, “Новите 
HD канали на корейския доставчик Skylife 
започнаха да излъчват наскоро от спътника 
KOREASAT 3 на 11.900L и 11.938L.”

През южния прозорец на 
своя хол, Applesat настройва 
една малка офсетова антена с 
уреда на Trimax. “Това го правя 
предимно вечерно време”, 
пояснява Applesat, “и това е 
моята ‘ръчно’ моторизирана 
антена.”
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ECHOSTAR 
на о-в Тенерифе
В бр. 12-01/2009 на сп. 
TELE-satellite публикувахме 
статия относно начина, 
по който Diego Fernando 
Sanchez Rosende се 
опитва да приема 
сателитни сигнали, които 
попадат извън обхвата 
на покритие за неговото 
местоположение. То бе 
успял да приеме няколко 
североамерикански 
спътници с помощта на 
офсетова антена с диаметър 
само 1.8 м.

И все пак, не би трябвало да има 
особена причина за възторг относно 
приемането на тези сигнали, тъй като 
почти всички те са кодирани. Но по-
късно Диего открива канала CBS-21 
на ECHOSTAR 6A, 72.5° Запад, 12.224 
GHz, вертикална поляризация и уста-
новява, че той се излъчва некодиран. 
“Мога надеждно да приемам този канал 
с висока резолюция във формат DVB-
S2.” Междувременно, други некодирани 
канали се присъединяват към CBS-21 с 
излъчване от този спътник и така Диего 
вече може да гледа американска теле-
визия в Европа, на остров Тенерифе.

Чрез своя спектрален анализатор, той 
е съставил следния списък на транспон-
дери, които е успял да приеме:
DIRECTV 1R - ECHOSTAR 6, 72,5° Запад
(DIRECTV USA - DISH NETWORK USA)

Диего извършва фина 
настройка на своята 1.8-
метрова сателитна антена, 
която използва за приемане 
на американски спътници от 
своето местоположение на 
о-в Тенерифе.

Ниската елевация, необходима за приемане 
на американските спътници веднага прави 
впечатление. Тъй като местоположението на 
Диего се намира високо в планината, той може да 
поддържа приемането на сателитни сигнали дори и 
с много ниска елевация.

12.224, R, 20000, 5/6
12.239, L, 20000, 5/6
12.282, R, 20000, 5/6
12.340, L, 20000, 5/6
ECHOSTAR 4 - ECHOSTAR 8, 77,0° Запад
(DISH NETWORK MEXICO)
12.239, L, 20000, 5/6

Освен тези два спътника, Диего 
приема сигнали също от ECHOSTAR, 
61.5° Запад и AMAZONAS, 61° Запад, но 
с по-слаб сигнал, който не е достатъ-
чен да произведе ясно изображение на 
екрана. И така, примерът на Диего ясно 
показва, че сателитните сигнали могат 
да се приемат и в райони, които попадат 
извън обхвата на покритието. Винаги си 
заслужава да се опита, особено, когато 
разполагаме с антена с подходящ 
размер, неограничен обхват на покри-
тие, и - идеалния случай - монтирана на 
голяма надморска височина, тъй като 
колкото по-високо е местоположението, 
толкова по-малка е интерференцията 
от ефирните излъчвания. Диего живее 
високо в планината, чийто склонове бло-
кират всички сигнали, идващи от север. 
Освен това, почти пълното отсъствие на 
замърсяване на природната среда дава 
възможност за получаване на ясна кар-
тина от североамериканските спътници 
и това създава една напълно уникална 
ситуация в Европа. 

Ние, в TELE-satellite винаги се радваме 
да узнаем за приемане на 
‘невъзможни’ спътници. 
Ако вие случайно сте 
също един от тези щаст-
ливци, приемащи такива 
сигнали, чиято зона на 
покритие не попада във 
вашето местоположение, 
можете да се свържете с 
нас на адрес: www.TELE-
satellite.com/letter/

Зоната на покритие на този 
спътник е далеч от Европа - или 
поне така е на теория. На практика 
обаче, приемането му е напълно 
възможно в западните части на 
стария континент.

Приемане на некодиран (free-to-air) американски 
канал в Европа: CBS-21 се излъчва свободно от 
ECHOSTAR 6A и приема от Диего на остров Тенерифе 
(Испания) с неговата 1.8-метрова антена.

Уредът на Диего показва NIT таблицата на 
един от приеманите транспондери на спътника 
ECHOSTAR 6A.

Поглед към спектралния анализатор за спътника  
ECHOSTAR 6A, приеман на остров Тенерифе.
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New Satellites 

Ariane 5 ECA lifts off from the ELA-3 launch zone at Europe’s Spaceport 
in French Guiana         

(Photo: ESA)



Aleksandar Medic
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NSS 12 
July-September 2009

This state-of-the-art satellite is manufactured by 
Space Systems/Loral and will be located on 57° 
East over the Indian Ocean Region and will have 
48 DTH Ku-band and 40 C-band (36 MHz equiva-
lent) transponders with a lifespan of more than 
15 years. NSS 12 will feature elaborate beam 
interconnectivity and C-/Ku-band cross-strap-
ping. It will replace the NSS-703 satellite and 
will be used to enable communications serv-
ices including VSAT Internet and GSM backhaul 

services for telecommunications providers, 
broadcasters, corporations and governments in 
Europe, Africa, the Middle East, India and other 
parts of Asia. 
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AMAZONAS 2 
September 2009

Amazonas 2 satellite, ordered by HISPASAT in 
2007 and constructed by EADS-ASTRIUM, has 54 
Ku- and 10 C-band transponders and an opera-
tional life of 15 years. After the launch from the 
Kourou space center in French Guiana by Ariane 
5 rocket, it will be co-positioned with Amazonas 
1 satellite on 299°East (61° West) and it will cover 
both North and South America since it has dedi-
cated Ku-band beams for both continents and 
an-American C band beam. This Eurostar-3000 
based communication satellite will double HIS-
PASAT’s capacity in the Americas and provide a 
wide range of services including direct-to-home 
television. HISPASAT’s new satellite will weigh 
5.5 tons and use a solar panel of 39 meters pro-
viding over 14 kW of power. Total investment for 
this satellite is over 200 million euros.

EUTELSAT W7 
July-September 2009

EUTELSAT W7 will occupy EUTELSAT’s 36° East 
location, replacing EUTELSAT SESAT. This 70 
Ku-band transponder satellite, built by Alca-
tel Alenia Space, will be launched by Zenit sea 
launch vehicle. 24 transponders will be assigned 
to DTH services on the fixed Russian/Ukrain-
ian beam, 12 transponders will operate on the 
steerable beam focused on the Ukraine, while 
27 transponders will be available for broadband 
services. The introduction of EUTELSAT W7 will 
almost triple EUTELSAT’s capacity over Russia, 
the Ukraine and the CIS, making 36° East one of 
the hottest orbital positions. A widebeam cov-
erage over Eurasia will be particularly suited to 
TV feeds, public/corporate telephony and data 
services, while the Central Asian beam will be 
targeted at the oil and gas sector for voice and 
data services using DVB-RCS applications with 
90/120cm antennas. W7 weighs 5.6 tons, it has 12 
kW payload power and a lifespan of 15 years.

INTELSAT 14 
August-September 2009

This satellite has been manufactured by Space 
Systems/Loral. It will be carried into space by 
Atlas V rocket and positioned on 315° East (45° 
West). With its 40 C- and 22 Ku-band transpond-
ers it will cover Europe, Africa and the Americas. 
INTELSAT 14 has a lifetime of 15 years and will 
replace INTELSAT 1R satellite. Defense’s Internet 
Router In Space (IRIS) payload, which represents 
the next generation of space-based communica-
tions, since it will be able to merge communica-
tions received on various frequency bands and 
transmit them to multiple users based on data 
instructions embedded in the uplink, thus ena-
bling U.S. and allied military forces with diverse 
satellite equipment to seamlessly communicate 
over the Internet from the most remote regions of 
the world. IP networking software for the router 
is provided by Cisco Systems. 
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EUTELSAT HOT BIRD 9 
ENTERS INTO SERVICE
Eutelsat Communications has announced the full 
entry into commercial service of its Hot Bird 9 satel-
lite at 13 degrees East. Built by EADS Astrium and 
launched on 20 December 2008 by Arianespace, 
Eutelsat’s new high-capacity broadcast satellite has 
a projected in-orbit life of more than 15 years. With 
the entry into service of Hot Bird 9, co-positioned 
with Eutelsat’s Hot Bird 6 and Hot Bird 8 satellites, 
Hot Bird 7A can now be redeployed to 9 degrees 
East. Rebranded Eurobird 9A, the satellite will 
assume all broadcasts currently carried by the 20 
transponders on Eurobird 9 and introduce 18 addi-
tional transponders at the 9 degrees East neigh-
bourhood, which has seen the number of channels 
more than double in one year to almost 150. 
Released from this position, Eurobird 9 will continue 
its useful life in orbit at another location. Hot Bird 9 
has a payload of up to 64 Ku-band transponders.

EUTELSAT HOT BIRD 10 
SUCCESSFULLY LAUNCHED
Eutelsat Communications’ Hot Bird 10 satellite 
was successfully launched on February 12 by an 
Ariane 5 ECA rocket from the European spaceport 
in Kourou, French Guiana. The EADS-Astrium 
built satellite will be deployed at the 13 degrees 
East orbital position, providing coverage of Europe, 
North Africa and the Middle East. It will have a 
lifetime in orbit of 15 years and is equipped with 
64 Ku-band transponders in the frequency band 
10.7-12.75 GHz. Prior to joining 13 degrees East 
HOT BIRD 10 will consequently be deployed to 
7 degrees West to expand capacity at this key 
neighbourhood for broadcasting in the Middle East. 

SES MOVES ASTRA 2C TEMPORARILY 
TO 31.5 DEGREES EAST
SES Astra has moved the Astra 2C satellite from 
28.2 degrees East to the orbital position 31.5 
degrees East to take over the mission of Astra 5A 
which is no longer in service. It will remain approxi-
mately there for one year. Meanwhile, the services 
transmitted via 28.2 degrees East will continue to 
be broadcast from the other satellites co-located at 
this orbital position. Astra 2C will be able to operate 
24 BSS transponders at 31.5 degrees East, thereby 
continuing the commercialization of this orbital posi-
tion. After the launch of Astra 3B in the fourth quar-
ter of 2009 and its subsequent deployment, another 
in-orbit satellite will be moved to 31.5 degrees East, 
permitting the return of Astra 2C to 28.2 degrees 
East and to enhance capacity at this orbital position.

SES BOOSTS 23.5 DEGREES 
EAST ORBITAL POSITION
SES Astra has moved its Astra 1G satellite from 
19.2 degrees East to 23.5 degrees East, where 
it joined Astra 3A and Astra 1E to serve Cen-
tral Europe, the Benelux countries and German 
cable networks, as well as offering the high-
speed broadband service Astra2Connect. The 
move follows the successful deployment of SES 
Astra’s new satellite Astra 1M which replaces 
Astra 1G at 19.2 degrees East. Astra 1G adds 
19 transponders to 23.5 degrees East increas-
ing the number of available transponders on 
this orbital position to 56. By the end of the year, 

the orbital position at 23.5 degrees East will be 
further strengthened by the launch of Astra 3B. 

THALES ALENIA SPACE COMMISSIONED 
FOR W3C SATELLITE
Eutelsat Communications has announced that 
Thales Alenia Space has been commissioned to 
build the W3C satellite. Eutelsat will select the 
launcher for the satellite separately at a later stage. 
The rapid order of W3C follows Eutelsat’s decision 
taken in January 2009 not to integrate the W2M 
satellite into its fleet following a major anomaly
which occurred during its transfer from the location 
used for in-orbit tests to its operating position at 
16 degrees East where its mission was to replace 
well in advance Eutelsat’s W2 satellite. Scheduled 
for launch in third quarter 2011 and equipped with 
56 transponders, W3C will be co-positioning with 
Eutelsat’s W3A satellite will expand capacity at 
7 degrees East from 44 to 70 transponders.

EUTELSAT W2A IN ORBIT
The W2A satellite of Eutelsat Communications 
was successfully lofted into orbit on April 3 by a 
Proton Breeze M rocket supplied by ILS. Designed 
to replace Eutelsat’s W1 satellite, W2A’s payload of 
up to 46 Ku-band and 10 C-band transponders will 
almost triple capacity at one of the Group’s most 
established neighbourhoods. Up to 46 Ku-band 
transponders, depending on operations, will be con-
nected to a wide footprint of Europe, the Middle East 
and North Africa, and a second beam over southern 
Africa and Indian Ocean islands. Ten C-band trans-
ponders will provide coverage of Africa, extending 
east to central Asia and west to Latin America. 
Services in the S-band will enable Solaris Mobile 
to deploy mobile video broadcasting applications 
across Europe for a host of mobile devices including 
phones, PDAs, iPods, games consoles and laptops. 
The S-band will also be able to support the deploy-
ment of mobile interactive applications of particular 
benefit for the transport and automotive sectors.

SATELLITE OPERATORS TO GET 
S-BAND RADIO RIGHTS
Two European satellite companies are expected 
to be awarded in April the rights to part of the 
radiofrequency spectrum that could be used to 
create new Europe-wide mobile phone services. 
Inmarsat and Solaris Mobile, a joint venture 
between SES Astra and Eutelsat, are expected to 
be given 18-year rights to S-band radio spectrum in 
27 countries across Europe, according to a report 
in the Financial Times. Two others companies - ICO 
Global Communications and TerreStar – were 
also in the running. The European Commission 
has opted to pool the S-band licences from all its 
member states, and award them in one block. 

BULGARIA

VESTITEL SELECTS ORCA IPTV SOLUTION
Bulgarian triple-play operator, Vestitel BG, has 
selected Orca Interactive to supply their RiGHTv 
IPTV middleware platform to underpin their new 
model based IPTV service. The IPTV middleware 
will be deployed to replace the existing solution 
that is powering Vestitel’s current IPTV service and 
will be the basis for their Partnership model – to 
which multiple Bulgarian operators have signed 
up - that will go live at the end of April 2009.

CROATIA

T-HT TOPS 150.000 SUBSCRIBERS 
FOR IPTV SERVICE
T-Hrvatski Telekom (T-HT), owned by Deutsche 
Telekom, has passed 150.000 subscribers for 
its IPTV service MAXtv, as well as commercially 
launching HD services on the platform in April. The 
basic HD service comprises the channels National 

Geographic Channel HD, Eurosport HD, History 
HD, Voom HD, Luxe TV HD, Melody Zen HD and 
German music channel Anixe HD. Subscriptions to 
the HD service are available for HRK 49 (EUR 6.60) 
per month to users who sign up for 12 months.

CZECH REPUBLIC

TELEFONICA O2 ENDS 2008 WITH 
115.000 IPTV SUBSCRIBERS
Telefónica O2 ended 2008 with 115.000 sub-
scribers for its IPTV service O2 TV, compared to 
108.061 at the end of last September. O2 TV offers 
up to 80 linear channels, with premium offer-
ings provided by HBO and Cinemax, as well as 
delivering a VOD service, which has on-demand 
content deals with a number of Hollywood studios.

FRANCE

ORANGE WITH 1.7 MILLION 
IPTV SUBSCRIBERS 
Orange reported a 66% growth in pay-TV custom-
ers across its IPTV and satellite platforms in Europe 
last year, rising from 1.2 million at the end of 2007 
to 2.1 million by the end of 2008. The France Tel-
ecom-backed company had 1.9 million subscribers 
in France, out of which with 201.000 subscribing to 
the DTH service and around 1.7 million to the IPTV 
service. Domstic VOD downloads more than dou-
bled, rising from 5.1 million in 2007 to 12.1 million in 
2008. Furthermore, the recently-launched Orange 
sport channel and Orange cinema series channels 
had 130.000 subscribers by the end of 2008.  

GERMANY

FIVE MILLION IPTV SUBSCRIBERS 
EXPECTED BY 2013
Consulting company Detecon International expects 
that Germany will cross the threshold of 5 million 
IPTV subscribers by 2013. The prediction is based 
on current analyses of subscriber figures for
the largest German and foreign IPTV providers. 
One reason given for the predicted growth is that 
German IPTV providers have readjusted their busi-
ness models by adding integrated and flexible prod-
ucts and emphasising more strongly the features 
of IPTV which set the service apart from traditional 
broadcasting and Web-to-peer or peer-to-peer 
TV programming, which is also Internet-based.

DT REDUCES IPTV PRICES BY 10 PER CENT
Deutsche Telekom has cut the subscription fees 
for its IPTV service T-Home Entertain by up to 
10%, as part of an initiative to reach 1 million 
triple-play subscribers by the end of this year. 
The Comfort, Comfort Plus and Premium pack-
ages have each seen their monthly rates cut by 
around €5 per month, with the cheapest package 
now starting at €44.95 per month, and the new 
prices will apply to all new contracts. The price cut 
comes as DT revealed that it is aiming to pass 1 
million IPTV customers by the end of this year.

GREECE

OTE LAUNCHES IPTV SERVICE
OTE has commercially launched its IPTV 
service, conn-x TV, which is initially available 
to customers in the major urban areas of Attica 
(including Athens), Thessaloniki, Patras, Lar-
issa and Iraklion (on the island of Crete).  

IRELAND

MAGNET SELECTS IPTV MIDDLEWARE 
FROM DREAMPARK
Dreampark, one of the leading IPTV middleware 
providers on the European market, announced 
its first customer in Ireland as Irish IPTV and
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ISP provider Magnet Networks has upgraded their existing middle-
ware solution to Dreampark’s Dreamgallery, further strengthening the 
company’s position as the leading IPTV middleware provider in Europe.

ITALY

TELECOM ITALIA ADDS MEDIASET PREMIUM CONTENT
Telecom Italia has reached an agreement with Italian private broadcaster 
Mediaset to bring Mediaset Premium content to Alice Home TV. Telecom 
Italia’s IPTV platform will feature new cinema and TV movies, TV serials, 
cartoons and TV premieres, as well as more Italian football content. 
Alice Home TV subscribers can now access Premium Bouquet package 
channels such as Joi, Mya, Steel, Cartoon Network, Hiro, and a 24-hour 
channel with live coverage of the current Italian Big Brother series. In 
addition, the Premium Calcio package offers live football coverage of all 
Serie A TIM matches, as well as top UEFA Champions League matches.

LATVIA

IPTV SUBSCRIBERS QUADRUPLE IN 2008
Lattelecom reported a fourfold increase in subscribers to its IPTV 
service Lattelecom TV during 2008 and also recently secured the rights 
to operate an MPEG4-based DTT service in the country. Although 
it has not revealed subscriber figures for its IPTV service, launched
in April 2007, the company also reports that income from interactive 
TV services increased by 517% in 2008.  Lattelecom recently started 
expanding its new FTTx-based “Future Network”, which will deliver 
Internet speeds of up to 100 Mbps, with customers in Zolitūde (a 
suburb of Riga, the capital of Latvia) already receiving these speeds. 
In the future, Internet speeds will be increased to 10 Gbps, and the 
new network is to be expanded to the neighbourhood of Ķengarags 
(another suburb of Riga), and then to other parts of the capital and 
across other major cities in Latvia. The operator aims to offers DTT 
services on a commercial basis and throughout Latvia from this autumn.  

POLAND

DIALOG TELECOM SELECTS SCOPUS VIDEO SOLUTION
Dialog Telecom has launched its new IPTV service using a video 
distribution network based on a video networking solutions from 
Scopus Video Networks. At the core of Dialog’s new IPTV video 
distribution network is the Scopus Eldorado NMS (Network Man-
agement System), which offers redundancy and a centralised view 
of the network to simplify troubleshooting and help the operator’s 
engineers maintain consistent, high-quality transmissions for 24 
channels. Scopus IRD-2900 series integrated receiver decoders 
receive satellite video feeds carrying Polish and international con-
tent, while the company’s UE-9000 encoders provide local content 
encoding for distribution of the video to viewers’ homes over IP.

PORTUGAL

PORTUGAL TELECOM WITH 312.000 IPTV SUBSCRIBERS
Portugal Telecom added 110.000 new customers to its IPTV service 
Meo in the fourth quarter of 2008 to reach 312.000 by year-end. The 
success of its TV offer can be seen in the decelerating loss of its fixed-
line subscribers and in the growth of customers for its flat fee broadband
services, with around 50% of new IPTV subscribers in 2008 being 
entirely new customers for Portugal Telecom. Furthermore, the operator 
reports a 42.9% penetration rate for its IPTV service within its ADSL 
customer base as a whole. Portugal Telecom also reports that VOD has 
proved to be a key asset, with 45% of Meo customers paying to access 
the VOD library in 2008, watching an average of 2.8 movies per month.  

RUSSIA

COMSTAR UTS LAUNCHES IPTV IN MOSCOW
Comstar UTS has launched IPTV services in Moscow via its sub-
sidiary Moscow City Telephone System (MGTS). The new dual-
play broadband internet and IPTV service is being offered under 
the name Internet+TV and offers up to 80 channels plus VOD, 
radio and interactive services such as karaoke-on-demand.

SCANDINAVIA

TELIASONERA WITH 477.000 IPTV 
SUBSCRIBERS IN NORDIC REGION
TeliaSonera arrived to 477.000 IPTV subscribers across all markets at 
the end of 2008, having added 99.000 customers during the year. The 
operator reached 324.000 IPTV subscribers in Sweden at year-end 
2008, adding 20.000 during the 12 month period, with an estimated 
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70% of its Swedish IPTV subscribers being paid 
customers. Lithuanian subsidiary TEO adding 
49.000 subscribers last year to reach 67.000 by 
December 2008, while its Estonian subsidiary 
Elion finished 2008 with 75.000 IPTV customers.

SLOVENIA

TELEKOM SLOVENIJE SELECTS 
VERIMATRIX SOLUTION
Telekom Slovenije has selected the Verimatrix 
Video Content Authority System (VCAS) for 
IPTV to protect VOD and live broadcast premium 
content. The operator’s IPTV service, known 
as SiOL TV with 80.000 subscribers, currently 
maintains the majority market share in Slovenia 
according to the Agency for Post and Electronic 
Communications (APEK). Telekom Slovenije’s 
subsidiary, Planet9, is responsible for the creation 
and support of new platforms for mobile, Web and 
IPTV media, as well as the production of content. 

SPAIN

TELEFONICA TOPS 2.2 
MILLION SUBSCRIBERS
Telefónica ended 2008 with 2.2 million pay-TV 
subscribers across all platforms and markets, 
adding 519.000 customers during the year. The 
subscriber base of the IPTV service Imagenio 
increased 19.8% year-on-year to reach 612.494. 

HISPASAT TESTING 3D TV
Spanish satellite operator Hispasat has launched 
3D TV trials, through a project known as “3D 
Live”. The project allows companies to study the 

way that 3D TV is broadcast though the satel-
lite network, and the problems associated with 
the transmission and compression of 3D images 
by different formats, such as IPTV and satellite. 
The Spanish Ministry of Industry, Tourism and 
Commerce is co-financing the 3D TV project.

SWEDEN

TELIA TEAMS UP WITH CANAL+ 
FOR LIVE FOOTBALL
Telia has partnered with Canal + to offer its IPTV 
subscribers the possibility to watch all matches of 
the highest Swedish football league Allsvenska. 
Telia Digital TV customers can watch all matches 
live or access the match library with their remote 
control if they subscribe to the Canal + Season 
Ticket service. The service costs SEK 199 a month 
and offers access to five live football channels.

SWITZERLAND

SWISSCOM LAUNCH FIBRE-
OPTIC OFFER IN ZURICH
In April, Swisscom launched a trial offering for 
the new high-speed access to the fibre-optic
network. The bundled offerings allow simultane-
ous use of up to three HDTV channels, high speed 
internet with transmission speeds of up to 50 
Mbps (downstream) and 10 Mbps (upstream) and 
telephone services. The trial offerings will initially 
be available to customers in Zurich whose homes 
have already been connected to the fibre-optic
network. The offerings will also be available in 
other cities in 2009, including in French-speak-
ing Switzerland. An initial commercial offering is 

expected at the beginning of 2010 at the latest. 
Swisscom has seen the number of subscribers to 
its IPTV service Bluewin TV double in 2008, rising 
from 59.000 to 118.000 during the 12-month period.

TURKEY

TURK TELECOM SELECTS 
ENVIVIO FOR IPTV PROJECT
Turk Telekom is to use Envivio’s 4Caster C4 SD 
and 4Caster HD30 HD MPEG-4 AVC encoders 
and the 4Manager NMS, to deliver standard and 
high definition channels for its new IPTV service.
Envivio’s 4Caster HD30 delivers high quality, high 
definition encoded content at less than half the bit
rates required by MPEG-2. The company’s Conver-
gence Series architecture allows MPEG-2 content 
downlinked from satellite to be delivered to the com-
pression system directly over a local IP network..

UNITED KINGDOM

BT VISION SURPASSES 
398.000 SUBSCRIBERS
BT passed 398.000 subscribers for its IPTV service 
BT Vision in the fourth quarter of 2008, up from 
340.000 subscribers at the end of the previous quar-
ter, and saw an increasing number of its new cus-
tomers subscribing to one or more of its on-demand 
programming packages, according to the company.

CHANNEL 4, FIVE BID FOR HD DTT CAPACITY
Channel 4 and Five have both submitted proposals 
to UK regulator Ofcom for the UK’s final DTT ter-
restrial high-definition slot of the Freeview platform.
Channel 4 is proposing using the slot for an HD ver-
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sion of its Film4 channel, which would broadcast 17 hours a day, ceding 
four hours a day to S4C, which would broadcast a children’s TV block 
in English and Welsh. Five, meanwhile, is proposing simulcasting of its 
existing terrestrial channel between 18:00 and 23:00, while from 05.00 
to 17.00 it would offer an HD service “supplied by another broadcaster.”

BSKYB AIRS KEANE CONCERT IN HD
BSkyB became the first UK broadcaster to air a live concert in 3D
during April. The live performance by rock act Keane was transmitted 
using BSkyB’s satellite network and existing Sky Plus HD set-top boxes. 
A specially invited audience watched the transmission on a 46-inch 
HD screen at London’s Abbey Road studios next door to the live gig.

N O R T H    A M E R I C A
LATENS AND MINERVA EXTENDS IPTV PARTNERSHIP
Latens and Minerva Networks have renewed and extended their 
partnership to provide IPTV solutions in the Americas. To date, both 
companies have been highly successful in offering their joint solution 
combining Latens conditional access and Minerva’s middleware to oper-
ators in North and South America. The renewal of this agreement pro-
vides continued and new business growth for both companies. Under 
the terms of the partnership, Latens and Minerva will also collaborate on 
further integrations with market leading set-top box and VOD vendors 
to ensure operators have the best options for their IPTV network.

CANADA

MTS LAUNCHES HDTV SERVICE IN WINNIPEG
MTS Allstream has launched MTS HDTV, the next generation of 
HDTV, PVR, improved guide features and other TV advancements 
to residents in Winnipeg. MTS is the first company in Canada to
launch a digital TV service that includes combined technology from 
Alcatel-Lucent and the Microsoft Mediaroom IPTV software plat-
form. Along with an extensive line-up of over 250 digital TV and 
music channels and features like VOD, the new services include 
30 HDTV channels, with more channels to come in 2009.

UNITED STATES

UNIVISION AND AT&T REACH IPTV DEAL
Univision Communications and AT&T have signed a multi-year 
content agreement as part of the AT&T U-verseSM TV chan-
nel line-up. The agreement includes continued carriage of Univi-
sion’s owned and operated broadcast stations; affiliated stations
owned and operated by Entravision Communications Corporation, 
Equity Media Holdings Corporation, Calipatria Broadcasting Com-
pany, and JKB Associates; and distribution of the cable network, 
Galavisiуn, and the network feeds for Univision and TeleFutura.

AT&T OFFERS 100 HD CHANNELS
AT&T is now offering at least 100 HDTV channels in every market 
it offers its IPTV service U-verse, having recently expanded its 
line-up with HD channels from Disney-ABC-ESPN Television, 
including ABC Family HD, Disney Channel HD, Disney XD HD, 
ESPNews HD and ESPNU HD. AT&T U-verse has two HD sub-
scription options - the U450 programming package costs US$ 10 
per month, while the HD Premium Package offers even more HD 
channels for an extra US$ 5 per month. Most packages include 
the HD-ready Total Home DVR, which enables users to record HD 
programmes on a single DVR and stream them to any connected TV.

VERIZON OFFERS 110 HD CHANNELS IN CALIFORNIA
Verizon has added 18 new channels to market areas in California 
including several new HD channels, bringing the total to 110 HD 
channels. In comparison, DirecTV provides 104 HD channels. The 
channel counts do not take into consideration HD VOD, of which both 
companies offer a substantial amount of HD titles in their libraries.

TIME WARNER REACHES 100 HD CHANNELS IN NYC
Time Warner Cable has arrived to 100 HD channels in 
their New York City market areas. The company now 
offers 65 HD channels in its standard high-definition pack-
age, and 35 HD channels in its premium HD line-up.

NRTC AND NTCA OFFER MORE THAN 80 HDTV CHANNELS
The National Rural Telecommunications Cooperative (NRTC) and 
the National Telecommunications Cooperative Association (NTCA) 
have announced that telecom operators now have the opportunity to 
deliver more than 80 HD channels. Recently, NRTC has more than 
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doubled its HD offering and has created pro-
gramming packages that enable rural operators 
to derive incremental revenue. The HD offering 
includes premium services like HBO and Starz; 
the entire ESPN HD line-up; and services from 
Disney, Discovery Communications, Lifetime 
Networks, Smithsonian and the Tennis Channel. 

LIBERTY TO INVEST US$ 530 
MILLION IN SIRIUS XM RADIO
Liberty Media Corp has announced it will invest 
US$ 530 million in Sirius XM Radio, fending off 
a rival bid from EchoStar. Liberty Media, owner 
of DirecTV, will receive a 40 percent stake in 
Sirius XM and seats on its board of directors in 
exchange for helping the satellite radio firm avoid
bankruptcy. Liberty Media and EchoStar had 
been locked in a battle for Sirius XM. Sirius XM 
offers hundreds of channels of music, sports, 
news, talk, entertainment, traffic and weather.

ECHOSTAR LAUNCHES CONVERSION 
PROGRAM FOR IPTV SERVICES
EchoStar Satellite Services has announced 
the company’s IP-Prime Conversion Program, 
designed to provide continued delivery of video 
transport services for operator IP head end facilities 
across the United States. Commercial transport 
provider IP-Prime has previously announced 
it will discontinue its video transport service to 
head end facilities by July 31. EchoStar’s ViP-
TV transport service delivers a secure, MPEG-4 
encoded IP stream of approximately 250 chan-
nels of popular, broadcast quality TV channels 
from a satellite located at 85 degrees West. 

SATELLITE EXPORT RULES 
DAMAGING INDUSTRY
Satellite export control rules are hampering 
U.S. national security and economic interests, 
and must be updated to protect the U.S. space 
industrial base, AIA President and CEO Marion 
Blakey said in April in written testimony before the 
House Foreign Affairs Terrorism, Nonproliferation 
and Trade Subcommittee. U.S. market share for 
commercial satellites dropped from 73 per cent 
to 27 per cent after legislation passed in 1998 to 
control commercial satellites as military items. 

  

L A T I N   A M E R I C A
BRAZIL

TELEFONICA LAUNCHES NEW IPTV SERVICE
Telefonica Brasil has launched an IPTV serv-
ice dubbed xTreme which is initially available in 
the 26 districts of Sao Paulo. A basic package 
costing BRL 240 (USD 105) includes an 8 Mbps 
internet connection and 80 TV channels, while 
the most expensive service costs BRL 337 for 
a 30 Mbps connection and 120 TV channels.

DOMINICAN REPUBLIC

CODETEL, ALCATEL-LUCENT 
TO LAUNCH IPTV SERVICE
Compania Dominicana de Telefonos (Codetel) has 
launched a nationwide IPTV offering, providing 
subscribers with TV, VOD and other multimedia 
content services. Enhanced features include picture 

in picture, karaoke entertainment and digital video 
recording. The new IPTV service is supported by 
Alcatel-Lucent’s end-to-end IPTV solution, including 
the Microsoft Mediaroom IPTV and multimedia 
software platform. The service complements Code-
tel’s existing voice and broadband Internet access 
service, enabling the operator to offer one of the 
first complete triple-play packages in the Caribbean.

A S I A
AZERBAIJAN

AZERBAIJAN TENDERS SATELLITE SYSTEM
The Ministry of Communications & Information 
Technologies of Azerbaijan is holding a closed 
tender procedure for development of a national 
satellite. According to Communications Minister, Ali 
Abbasov, the tender already involves five compa-
nies from Russia, USA and France. Azerbaijan 
plans to put into operation its first satellite in 2010
and the second one in 2011. The satellite project 
is said to be worth some US100-170 million.

CHINA

SHENZHEN TO BUILD 4-5 
SATELLITES A YEAR
Shenzhen Aerospace Spacesat is building a new 
establishment in Shenzhen which, once completed, 
will develop six to eight types of satellites and pro-
duce four to five satellites every year. The satellites
will be used for global navigation, telecommunica-
tions, remote sensing and space exploration. The 



enterprise was jointly founded by China Spacesat, 
Harbin Institute of Technology and Shenzhen Aero-
space Science and Technology Research Institute. 

INDIA

ACT LAUNCHES IPTV SERVICE 
IN BANGALORE
ACT Television has launched its IPTV services 
in Bangalore making it the first service provider
to offer such services in the state. The company 
technology partners for the initiative include Cisco, 
Verismo, Vermatrix, MRO-Tek, Scopus, Oracle 
and E&Y. The company is targeting a subscriber 
base of around 1 lakh for its IPTV services in Ban-
galore in the next 18-24 months. Its VOD service 
has a movie library of around 4,500 movies.

SUN DIRECT LAUNCHES HDTV SERVICE
DTH provider Sun Direct has launched a 
HD service in India. Sun Direct, an 80:20 JV 
between the Maran family and Malaysia’s Astro 
Group, has signed up over 3 million subscrib-
ers in March 2009 to reach the 3.1 million mark. 
The service launched with two channels, one 
each for Tamil movies and Telugu movies - at 
a cost of Rs 10,000 per subscription, before 
expanding to an 8-channel service. Korea’s 
Samsung is providing the HD set-top boxes.

INDONESIA

TELKOM PREPARES NETWORK FOR IPTV
Telekomunikasi Indonesia (Telkom) is setting 
aside IDR 1.5 trillion (US$ 127.94 million) to 
develop its fixed-line network in preparation for
the launch of IPTV services this year, accord-
ing to local media reports. According to Tel-
ekom CEO, Rinaldi Firmansyah, the allocated 
funds do not include the development of content 
for the new IPTV service, which will cost an 
estimated US$ 10-15 million.  The service will 
be initially launched in six big Indonesian cities, 
including Jakarta, Bandung and Surabaya.

IRAQ

KALIMAT TELECOM TEAMS UP 
WITH PCCW FOR IPTV
Kalimat Telecom has signed a US$ 25 mil-
lion agreement with Hong Kong-based opera-
tor PCCW to form a 50/50 joint venture for the 
launch of IPTV and mobile TV services in Iraq 
and Kuwait, according to local media reports. 
Under the agreement, Kalimat will provide the 
network and carrier services, while PCCW will 
run the operations and provide the content.  The 
service is expected to offer a wide choice of 
channels, VOD and music-on-demand to Kalimat 
Telecom subscribers, and will go live in the fourth 
quarter of this year or early 2010, according to 
Wilson Varghese, CEO of Kalimat Telecom.

MALAYSIA

TELEKOM MALAYSIA TO 
LAUNCH IPTV IN Q4 2009
Telekom Malaysia is planning to launch com-
mercial IPTV services in the fourth quarter of 
this year under the name Hypp.TV, following 
successful trials delivered to 10.000 homes in 
the country, according to daily “The Star”. Under 
the trials, Hypp.TV is available in some parts of 
the country for MYR 10 (US$ 2.81) per month.  
Telekom Malaysiais is currently in the proc-
ess of building itself a High-Speed Broadband, 
which will receive investments of MYR 11.3 
billion. According to Jeremy Kung, Vice Presi-
dent of Telekom Malaysia, 30 channels will be 
offered on the Hypp.TV platform and the plan 
is to increase that to about 50 by year-end. 

SINGAPORE

SINGAPORE WITH 12 HD CHANNELS
Singapore has adopted high-definition tel-
evision within a short span of three years, with 
viewers already having a choice of 12 chan-
nels featuring content ranging from sports to 
documentaries to movies. This HD fare is offered 
across three platforms: free-to-air broad-
caster MediaCorp, cable TV operator StarHub 
and the IPTV service of SingTel’s mioTV.

SOUTH KOREA

SK BROADBAND SELECTS ALCATEL-
LUCENT FOR IPTV SERVICE
SK broadband (formerly known as Hanaro 
Telecom) has selected Alcatel-Lucent to supply 
and maintain its IP service routing solution to 
support the operator’s real time IPTVservice. 
Alcatel-Lucent’s IP/MPLS technology will enable 
SKbroadband to deliver advanced broadband 
services including real time IPTV services, 
HDTV, VOD, VoIP and high-speed Internet 
access, all with superior service quality.  

TAIWAN

CHUNGHWA TELECOM WITH 
676.000 IPTV SUBSCRIBERS
Chunghwa Telecom had 676.000 subscrib-
ers to its IPTV service Multimedia-on-Demand 
(MOD) by the end of 2008, up 71.4% from one 
year previously. Chunghwa Telecom has recently 
indicated that it is preparing to launch a new 
version of its Multimedia-on-Demand service, 
for which it has selected content management 
solutions from Harmonic, a new user interface 
from UK firm ANT, and optical network com-
ponents from Ericsson and Alcatel-Lucent.

THAILAND

THAICOM TO RENT SPACE ON 
FOREIGN SATELLITE
Thaicom has permission to lease a foreign satel-
lite’s transponder capacity, provided it pays the 
same concession fees, Thai Information and 
Communications Technology Minister Ranongruk 
Suwanchawee decided. Thaicom has been operat-
ing the Thaicom 1, 2 and 5 broadcasting satellites 
as well as the iPSTAR broadband satellite. With 
the lifespan for Thaicom 1 ending in several 
months, the company has been gradually moving 
its customers to Thaicom 5. And with Thaicom 
2 due to expire next year, the company plans to 
charter a foreign satellite’s transponder capacity.

UNITED ARAB EMIRATES

E-VISION LAUNCHES HDTV SERVICE
Etisalat pay TV division E-Vision has launched the 
UAE’s first full HDTV service. The service initially
broadcasts UAE premier league football matches 
produced in conjunction with Abu Dhabi Media 
Company’s Live outside broadcast production 
division. E-Vision also announced the launch of 
a PVR functionality for its new HD set top box. 
The STB will enable viewers to record up to 200 
hours of content to be viewed on-demand.

A F R I C A
EGYPT

NILESAT AND EUTELSAT TO 
DEVELOP 7 DEGREES WEST
Nilesat and Eutelsat Communications have signed 
a new strategic agreement to pursue the develop-

ment of the 7 degrees West orbital position which 
is used by both companies for satellite broadcast-
ing across the Middle East; the Gulf countries 
and North Africa. This new phase of collaboration 
between Nilesat and Eutelsat follows the recent 
successful launch of Eutelsat’s Hot Bird 10 satellite 
that will first be commercialised at 7 degrees West
under the name Atlantic Bird 4A. The collabora-
tion between both operators will move into a third 
phase with the deployment in mid-2010 of the Nile-
sat 201 satellite procured by Nilesat. This will be 
followed in 2011 by the arrival of Atlantic Bird 4R.

NIGERIA

CHINA TO REPLACE FAILED SATELLITE
China Great Wall Industries Corporation, the 
firm that constructed Nigeria’s first communica-
tion satellite, Nigcomsat1, plans to replace the 
failed satellite built at the cost of US$ 200 million, 
according to local daily “The Day”. According to 
the managing director of Nigerian Communica-
tions Satellite (NigComsat), Ahmed Rufai, the 
replacement will be at no cost to the Nigerian 
government. He added that the Chinese firm was
responsible for management of the failed satel-
lite when it crashed out of its orbit in November 
2008, it was obliged to replace the facility. The 
replacement Nigcomstar-1R will be launched from 
Sichuan province in south-western China in the 
fourth quarter of 2011, according to Yin Liming, 
president of China Great Wall Industry Corp.

W O R L D
HDTV IN 66 MILLION HOMES 
BY END OF 2009
A new research from Informa Media and Telecoms 
forecasts 214 million HD homes, 17% of TV 
households globally, by 2013. At the end of 2008, 
about 4% of global TV homes actively watched 
HD, but this is predicted to increase to 5.5%, or 
66 million homes, by year’s end. About 157 mil-
lion households worldwide are expected to have 
HD-enabled sets by the end of 2009, bringing 
global penetration to 10% of TV households. Asia 
Pacific territories are currently the biggest market,
with 7.4 million active HD homes, due to grow to 
54 million by 2013. Europe, the Middle East and 
Africa are forecast to grow from 200.000 homes 
in 2008 to 11.6 million homes by 2013. In North 
America, growth is set to more than treble from 
30 million in 2008 to 96 million in five years.

TELSTAR 11N BEGINS 
COMMERCIAL SERVICE
Telesat has begun commercial service on its 
state-of-the-art Telstar 11N satellite. Telstar 11N 
is located at 37.5 degrees West and utilizes 39 
high powered Ku-band transponders to support 
a wide range of video and data applications in 
North America, Europe and Africa and across 
the Atlantic Ocean. Telstar 11N is the first satel-
lite to provide Ku-band coverage of the Atlantic 
Ocean from the Arctic Circle to the equator. 

IPTV SUBSCRIBERS REACH 
21.7 MILLION IN 2008
There were 21.7 million subscribers to IPTV 
services worldwide at the end of 2008, an 
increase of 63% compared with the end of 2007, 
according to research conducted by analysts 
Point Topic. Western Europe remains the largest 
single region for IPTV, and France is by far the 
largest market, representing over half of Western 
Europe’s 10.2 million subscribers. For its part, 
Informa Telecoms & Media claims that the number 
of IPTV subscribers reached 19.9 million.
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25 - 27 May 2009: MECOM 2009
Middle East Communications Exhibition, Forum, TV
Abu Dhabi National Exhibition Centre, Abu Dhabi, UAE
www.mecomexpo.com

26 - 28 May 2009: ANGACABLE 2009
Tradefair for Cable, Broadband and Satellite
Koelnmesse, Cologne, Germany
www.angacable.com

16 - 19 June 2009: CommunicAsia 2009
20th International Communications and Information 
Technology Exhibition & Conference
Singapore Expo, 1 Expo Drive, Singapore 486150
www.communicasia.com

26 - 28 August 2009: SET 2009
18th Broadcast & Cable International Fair
Centro de Exposições, Rod. dos Imigrantes
04329-900 São Paulo (SP), Brasil
www.broadcastcable.com.br

11 - 15 September 2009: IBC 2009
Latest technology and foremost business ideas in 
broadcasting and media
RAI, Amsterdam, The Netherlands
www.ibc.org

6 - 11 October 2009: CeBIT Eurasia
ICT Trade Show
Tüyap Fuar ve Kongre Merkezi
E5 Karayolu, Gürpınar Kavşağı, 34522 Büyükçekmece
İstanbul, Turkey
www.cebitbilisim.com

7 - 9 October 2009: SCaT India
Tradeshow Of The Indian Cable & Satellite Television Industry 
World Trade Center, Cuffe Parade, Mumbai, India
www.scatmag.com/scatindia/

21 - 23 October 2009: EEBC 2009
7th Eastern Europe Exhibition and Conference in 
Telecommunications and Broadcasting
Exhibition Centre “KyivExpoPlaza”, Kiev, Ukraine
www.eebc.net.ua

Exhibition Preview

TELE-satellite Deadlines
Editorial Deadlines, Magazine Publishing Dates

Number Issue Deadline Hardcopies Available Online

#212 08/2009 5 June 2009 17 July 2009 31 July 2009

#213 10/2009 7 August 2009 18 September 2009 2 October 2009

#214 12/2009 2 October 2009 13 November 2009 18 December 2009

#215 02/2010 4 December 2009 15 January 2010 29 January 2010

#216 08/2010 2 April 2010 14 May 2010 28 May 2010
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Praxis PalmSat 9500
Around the world there are still countries where 
it is not allowed to operate a satellite receiver 
and/or dish. And it is not unthinkable that in 
such countries you can expect a visit from the 
authorities to have a look at your living room. The 
usual satellite receivers are then easily found.
But also in our modernised world, landlords or local 
authorities often don’t accept satellite dishes for 
several reasons. In our next issue we will report 
on the CubSat dish, a small and almost invis-
ible dish that could be used in all these cases. 
Another market for smaller equipment is the 
group of people who own a recreational vehi-
cle. The smaller the receiver, the better.

For whatever reason you might want a small 
satellite receiver, the new PalmSat 9500 from 
Praxis will do a perfect job. It comes in the 
size only only four cigarette packs. Small, 
but with a lot of analogue power inside.
With these small dimensions we may call it a mira-
cle how Praxis managed to put so many connec-
tions on such a small area. A small display on the 
front shows the current channel ID. And although it 
is small, it is still very good readable. This PalmSat 
9500 can store up to 400 analogue channels. Praxis 
even found some place for the three emergency 
operation buttons. A foil on the front has a print on 
what the box is. So if you remove it, nobody can 
tell immediately what the box is and what is does.
The small dimensions made it impossible to use 
Scart connectors, so there are only phono connec-
tors for video and audio (still in stereo, of course.)
Two LNB inputs are present; one for C-band and 
the other for Ku-band. For use with the C-band 
even a servo-polariser terminal can be found at the 
back of this box. Another terminal supplies 0/12 Volt 
for an external switch. Of course, universal LNBs 
are supplied with the usual 14/18-Volt to switch 
polarity. Even an RF-output is built in. It is software 
adjustable and converts the satellite signal to be 

received with older TV sets on any channel in the 
UHF band alongside the existing terrestrial signals.
With so much universal power, it should also be 
able to operate all around the world. Therefore, 
Praxis designed it to do its job with any cur-
rent between 60 and 260 VAC (50/60Hz).
A first look at the remote control may give the
impression it is very big. But with so much function-
ality it is impossible to make it smaller. Special but-
tons are available for a wide variety of menus, but 
also for the Low-threshold extension (no kidding, 
this tiny box has got one, and even in 32 steps), 
help and setting the on-screen display language.

AMSTRAD SRD 4101
Recent new products from Amstrad included 
analogue receivers only. Still, the need for a digital 
box in their product range was very high. However, 
the big issue for Amstrad was whether it should be 
an free-to-air receiver or whether it should feature 
Common Access slots as well? With the introduc-
tion of the new SRD4101, they have decided for 
FTA. The result is a box offering unlimited access to 
all free channels on the digital television highway.
The Amstrad SRD 4101 comes in a sturdy metal 
housing; a box to which you can connect and 
de-connect without the box moving all around. It 
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doesn’t develop much heat and can easily be placed 
under an existing heap of equipment. The metal 
housing also protects it from any interference from 
the outside. On the front, we found the emergency 
operation buttons, which not only allow changing 
channels but also switching between radio to TV.
At the back, two Scart connectors, phono audio 
out jacks and an additional phono video output 
take care of the connections to the outside world. 
An ‘older’ analogue receiver can be connected to 
the LNB output, so there is no need to install a 12V 
switch. Of course, you can also connect an ADR 
receiver to this output. A terrestrial antenna signal 
can be connected as well, which indicates there’s 
also a built-in RF modulator. It is software-controlled 
and can be set to any channel on the UHF band. Of 
course, the SRD 4101 features a 12V-control signal, 
which can supply a current of up to 50mA, which is 
a little poor. The RS232 serial interface can be used 
to connect the box to a PC for uploading settings 
and new firmware. It supports up to 19.2kBd.
The remote control features 22 buttons and a 
numeric keypad. It is a somewhat universal version, 
since there are buttons without any functional-
ity such as the TXT button. Of course, the SRD 
4101 features teletext, but this is sent to the TV 
set, so have to use your TV’s remote for access. 
In daily use, you will only use about six buttons 
of the remote control.Most important for users 
that are new to digital satellite TV reception is the 
receiver’s initial installation. What do you have to 
do? Well, this receiver gives you a wide variety of 
options when you first start it up, like the language
for on-screen display. Here you can choose from 
French, Italian, Spanish, Dutch, Swedish, English 
and German. This also goes for the subtitles and 
audio carriers. After that, you have to set the Scart 
connectors and select the screen format (4:3/16:9).
Up to eight dishes can be programmed. The SRD 
4101 also supports DiSEqC so you can control a 
DiSEqC-capable motorised dish. All common LOFs 
are supported, including 5.150 GHz for C-band 
reception. Aligning your dish is made easier with the 
built-in measuring tools. They not only indicate the 
signal strength but the bit error rate (BER) as well.
Finding new channels and storing them is a doddle. 
You can perform a network search for which 
you only have to enter a start frequency. But you 
can also search for a single signal, even SCPC. 
Whenever you feel like entering the PIDs, you can 
do so in the advanced mode, although the box is 
perfectly capable of finding the right PID codes
itself. Finally you can also have an auto install per-
formed. This may overwrite existing date in the box, 
but on the other hand there is nothing you need to 
do.Although it may seem like a lot to do before you 
can enjoy the show, in fact it is only a few minutes’ 
work. Even without the manual it only took us no 
longer to catch the first signals in both Ku-band and
C-band and on different satellites. It was remark-
able how fast this box reacts to every command. In 

programming but also in daily use this receiver is 
a really speedy. Switching channels is performed 
almost immediately, and the channel information is 
displayed at the bottom of the screen almost right 
away. EPG programming information is immediately 
available, if supplied by the programme provider.
We tested both MCPC and SCPC signals, but 
couldn’t find any problem with either. PowerVu
was a little bit more difficult for the SRD 4101. But
then again, PowerVu is not DVB compliant. Signal 
rates from 2.5Mb/s and above are of no problem 
to this Amstrad box. So we tested the C-band—no 
problem at all, and digital feeds on various satellites 
could be received as well. The receiver found all 
the channels on the Astra satellite system in about 
5 minutes, which is remarkably fast, compared 
to the 23 minutes some other boxes need.

The software never crashed and appeared to 
be very stable even under heavy-use condi-
tions. Another nice feature is called Skip. 
It will omit all encrypted channels. This will 
save you time (otherwise needed for brows-
ing through unwanted scrambled channels,) 
and besides the receiver’s memory will have 
more room for the channels you really want.
To us, the Amstrad SRD 4101 appeared as a true 
and dedicated FTA receiver, operating very fast and 
reliably. Although Amstrad specifies 1,000 channels
as maximum capacity, in practice we found that this 
figure was somewhat less. This is not too important
because of the Skip option for scrambled channels.
The manual can be easily put away, since operating 
this box is really child’s play. Using the televisions’ 
teletext decoder instead of building one in the 
Amstrad is a very clever solution since this means a 
much better and clearer teletext display. A thorough 
and sturdy box, not only physical, but in operation 
as well.FSM 204 SAT-TV Spektrum-Analyzer
A level meter and a spectrum analyzer are two of 
the costlier pieces of equipment that can easily 
drain an installer’s budget. Therefore it is a logical 
consequence that only instruments are accepted 
that both serve well in the lab and up on the roof. 
These units must not only feature a built-in 
monitor and a rechargeable battery pack, but 
also a robust chassis that protects the sensi-
tive electronic equipment. After all, the condi-
tions up on a customer’s roof can hardly be 
described as ideal for expensive equipment.
Installers looking for a one-4-all unit also expect 
the analyzer to handle the whole frequency 
band which ranges from 40 to 850 MHz for ter-
restrial signals and from 950 to 2150 MHz for 
the satellite signals. Only if these demands are 
satisfied an installer will be able to set-up and
check a client’s antenna system which is used 
for FM, terrestrial TV and satellite signals.
German company Doebis has recently introduced 
its JAEGER FSM204 portable level meter and 
spectrum analyzer which is offered at a competitive 
price and may even be bought by individual satellite 
enthusiasts and not only by professional installers.
With a weight of 8.5 kg the FSM204 is not exactly 
a light-weight, but if one takes into account that 
the unit comes with a built-in monitor and a battery 
back that guarantees two hours of uninterrupted 
power supply the weight is somewhat acceptable. 
The terrestrial frequency range extends from 45 to 
862 MHz and the IF range for satellite signals goes 
from 950 to 2150 MHz. The FSM204 is primarily 
used for the evaluation of analog satellite signals. 
We did some preliminary tests on a purely digital 
satellite (like the two DFS of Deutsche Telekom) 
and were able to meter the signal strength of digital 
bouquets, if the peaks on the spectrum analyzer are 
metered. However, it is not possible to determine 
the quality of digital signals. After all, comparable 
units for digital signals are twice as expensive.
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RO.VE.R. SDA-5 Digisky
Although it comes with a very long name, this new 
measuring tool is one of the smallest profes-
sional analyzers we have seen so far. It has been 
designed for measuring analogue and digital 
signals. It is light-weighted, only 1.3kg, and is very 
small. It comes in a yellow carrying case, which 
also has room for adapters and other accesso-
ries. A shoulder strap makes it easy to carry. A 
first look at this device will show you that is must
be easy to operate. It doesn’t feature many but-
tons, which most of the times are hard to reach. 
No just a few buttons, seven to be precise, will 
do the trick. And that is just what you need when 
you are high up on the roof, in combination with 
a two-line LC display (16 characters each.) 
The SDA-5 from Digisky is designed for meas-
uring satellite signals only, and can there-
fore only handle signals between 950 and 
2150MHz. This way you won’t pay for things 
you don’t need. For terrestrial signals, RO.VE.
R offers the TDA-4, which looks the same.
For analogue signals, the measuring takes place 
in dBµV or dBm together with a C/N figure.
Additionally, you can test external devices 
like LNBs and multiswitches. If problems with 
cross-polarisation occur, in most cases this 
is caused by miss-configuration caused by
not using proper measuring equipment.
Use the SDA-5 to reach a perfect offset 
for your LNB. For analogue channels, a 
quick glimpse of the screen will do a lot. 
But for digital signals this is impossible.
There is only one way to measure the quality of 
digital signals: facts and numbers. Good measur-
ing with good measuring equipment is the answer. 
A simple signal strength measuring tool won’t 
help. It is the very strength that doesn’t say much 
about the digital quality of it. For digital signals, 
the quality is measured in BER (Bit Error Rate), 
before and after Viterbi. You will need a tool like the 
SDA-5 from Digisky for real professional instal-
lations and measuring. A perfect BER depends 
on the size of the dish, LNB and cable lengths 
and quality of the multiswitches in between. This 
Digisky will continuously show this figure.

DVBeam IP Card
Teleworking has been some kind of utopia for 
many years. Geographically separated offices
only could communicate using expensive 
data lines, using low data rates and being 
only suitable for slow traffic. For larger files
good old snail mail was just the answer. And 
although video conferences has been around 
for many years now, most of the time it is based 
on ISDN lines, with a maximum of 128Kb (at 
double rate.) For data-intensive requirements, 
such as for instance an advertising agency 
wanting to show their latest commercial, it 
is far too slow. And another problem is the 
absolute lack of compatibility between the 
different platforms around. The introduction 
of MPEG2 meant a full globally compatible 
digital platform for transferring satellite televi-
sion and radio. But the DVB standard can also 
integrate packages of business information.
This way it created a cost-effective way to 
have permanent on-line connections to 
all branch offices. Not only data, but with
video and audio as well. Now it is pos-
sible to show that new commercial with-
out visible or audible quality loss.
For training purposes, you can think of the 
possibilities regarding remote education. You 
can cut the cost for travelling and hotels, and 
organising training by satellite is done much 
faster and easier. Back channels are of course 
possible although they still use landlines. In 
future, this will be also done via satellite; offer-
ing higher speeds and a full interactive solution.

Nowadays, Internet connections are a must 
for every company. Transferring data between 
two branch offices using an ISDN connec-
tion to the Internet, will take a lot of time 
when larger files are involved. For instance,
a 120Mb file will take up to several hours to
transfer. Using a satellite connection this can 
be reduced to 36 minutes. Almost all satel-
lite operators offer the same platform, but 
there is still a big need on PC hard/software.
Enter the DVBeam IP-Card from Sican. It 
integrates all we have discussed so far: 
Business-TV, Internet on satellite, satellite 
radio and TV (MPEG2, European DVB). You 
can use it as a simple MPEG-2 receiver, but it 
can do much more than just that: it can turn 
your PC into a real multimedia terminal.

At TSI, we recently received a pre-production 
sample. Although we expected a lot of trouble 
installing this test board, we were really sur-
prised by the ease of installation. As long as 
you use Windows NT4, Windows 95 or Windows 
98 there is no real problem. For Windows NT4 
you need to do the installation yourself, on Win-
dows 95 and 98 the system will recognise the 
card and install all drivers and software needed.
The minimum system requirement is a PC with 
at least 90MHz. But Sican suggest a better 
performance with at least a 166MHz, and 
this is true. The same goes for the minimum 
memory requirements: 16Mb, but in practice 
just ensure that your system has at least 32Mb 
of RAM installed. The VGA card should be 
of the SVGA type and should use DirectX. 
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Terra TV+ PCI Stereo TV Card
The PC card for TV reception introduced here 
supports only terrestrial signals. However, we 
were so delighted with both the features and the 
quality of the card that the most urgent ques-
tion was “why is there no similar card for satellite 
reception?” The answer is that a satellite receiver 
card is in the making, but the exact schedule of 
introduction is not available yet. So this report can 
also be seen as preview of good things to come.
With the Terra TV+ card usability is no empty 
promise: even the system requirements are 
extremely consumer friendly. With a 90-MHz PC 
all features can be used and expensive upgrad-
ing is unnecessary. Windows 95 or 98 are a 
must, plus—of course—a PCI 2.2 card slot. A 
free interrupt should also be available, but unless 
your PC is really crammed with extras, this should 
pose no problem. (While PCI cards in theory are 
able to share interrupts, this may not always be 
the case with up-to-date graphics cards, so it’s 
advisable to have a spare interrupt available.) 
The software comes on CD ROM, so a CD ROM 
drive is also necessary for installation, and in 
order to enjoy stereo sound active loudspeak-
ers should be connected to the sound card.
For the graphics display a standard PCI or AGP 
VGA video card will do as long it supports Direct 
Draw and video overlay. As a matter of fact most 
video cards will work with the Terra TV+ card, and 
the user’s manual includes a comprehensive list 
of compatible cards. From ATI (Mach3/Rage) and 
Hercules to Dynamite 128 and Voodoo Rush, all 
major video cards will operate flawlessly with the
Terra TV+ card. After the card is installed your 
Windows PC will automatically detect the new 
hardware and start the installation procedure 
from the included CD ROM. In case the automatic 
installation does not work owing to system conflicts,
the user’s manual features a detailed step-by-step 
guide to manual installation. In case DirectX is not 
installed, the CD ROM has all the necessary drivers.
The card is connecting to the outside world through 
quite a few sockets. A standard antenna plug is 
used for the signal input from a terrestrial antenna 
or cable network. In case the input comes from a 
VCR or camera, there’s a phono jack which serves 
as video input. An additional jack for Y/C signals is 
included so that the excellent quality of this signal 
can actually make it right onto the screen. External 
audio signals can be fed in; the sound can either 
be output to a pair of active loudspeakers or to the 
PC’s sound card (a connection cable is included.)
Similar to a satellite receiver, the card needs to 
know which channels are available, so it starts an 
extremely quick automatic tuning process. Since 
the Terra TV+ card can be used in all corners 
of the world you first have to choose the region
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(e.g. Western Europe), so that the card knows 
which TV systems to use (in our case PAL B, 
D, G, H and I). That’s about all the setting up 
that’s needed. No matter if you use the card for 
your big screen home cinema or your 14-inch 
PC monitor (while working with other applica-
tion), the video quality is very good and there are 
no distortions, not even in full-screen mode.
Up to 64 channels can be previewed in small 
windows, so it’s the ideal tool for the notorious 
zapper. Thanks to the composite and Y/C input 
jacks external signals can be displayed, a freeze 
frame can be created or screen shots can be stored 
on the hard disk. Furthermore, the Ulead Video 
Studio 3.0 software is included, which allows you 
to professionally work with your images, cut your 
own movies and create whole video sequences with 
text or graphics. So in essence, you get a profes-
sional video machine in addition to the TV card. 
Dubbing and a range of 100 digital video effects are 
also included. The software alone is worth every 
cent of the retail price of approximately EUR115.
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