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the refurbishment was raising the mast 
bases so that individual dishes do not 
restrict the view of others. 

“Naturally, the two 2.4 m antennas 
involved some serious physical work,” 
Siddharth explains. “After all, they weigh 
more than 200 kg each.”

As expected, a major job like this 
cannot be completed without its set-
backs. “One day after we had mounted 

one of the 1.8 m dishes on the brick-and-
mortar base a strong wind kicked in and 
caused cracks in the base.” It turned out 
that the bricklayers had used cement too 
liberally, so that the base had to be re-
built, this time with a metal band around 
it.

All this caused a delay of one week and 
Siddharth emphasises that local engi-
neer Jagdish Singh played a huge role 
in correctly setting up and aligning the 

antennas. “Incidentally, to that end we 

used the DVB-S SatCatcher meter pre-

sented in TELE-satellite a few issues 

back,” Siddharth adds.

Siddharth and his engineer partner 

Jagdish are busy all the time keeping the 

satellite station up and running, so that a 

reliable flow of data can be guaranteed.

Done: The antenna 
securely sits on the 
mast. Alignment is next.

It took the helping hands of eight people to 
hoist the 2.4 m dish with its more than 200 
kg onto to the mast (visible in the front).

The fastening screws are 
welded onto the mast 
right on-site.


